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The NASA STI Program Office . . . in Profile

Since its founding, NASA has been dedicated
to the advancement of aeronautics and space
science. The NASA Scientific and Technical
Information (STI) Program Office plays a key
part in helping NASA maintain this important
role.

The NASA STI Program Office is operated by
Langley Research Centéhne lead center for
NASA’s scientific and technical information.
The NASA STI Program Gite provides access
to the NASA STI Database, thedast collection
of aeronautical and space science STl in the
world. The Program Office is also NASAs
institutional mechanism for disseminating the

results of its research and development activities.

These results are published by NASA in the
NASA STI Report Series, which includes the
following report types:

e TECHNICAL PUBLICATION. Reports of
completed research or a major significant
phase of research that present the results of
NASA programs and include extensive data or
theoretical analysis. Includes compilations of
significant scientific and technical data and
information deemed to be of continuing
reference value. NASA's counterpart of peer-
reviewed formal professional papers but has
less stringent limitations on manuscript length
and extent of graphic presentations.

e TECHNICAL MEMORANDUM. Scientific
and technical findings that are preliminary or
of specialized interest, e.g., quick release
reports, working papers, and bibliographies
that contain minimal annotation. Does not
contain extensive analysis.

» CONTRACTOR REPOR. Scientific and
technical findings by NASA-sponsored
contractors and grantees.

* CONFERENCE PUBLICATION. Collected
papers from scientific and technical
conferences, symposia, seminars, or other
meetings sponsored or cosponsored by NASA.

e SPECIAL PUBLICATION. Scientific,
technical, or historical information from
NASA programs, projects, and missions,
often concerned with subjects having
substantial public interest.

e TECHNICAL TRANSLATION.
English-language translations of foreign
scientific and technical material pertinent to
NASA's mission.

Specialized services that complement the STI
Program Office’s diverse offerings include
creating custom thesauri, building customized
databases, ganizing and publishing research
results . . . even providing videos.

For more information about the NASA STI
Program Office, see the following:

* Access the NASA STI Program Home Page at
http://www.sti.nasa.gov

» E-mail your question via the Internet to
help@sti.nasa.gov

e Fax your question to the NASA Access Help
Desk at (301) 621-0134

* Telephone the NASA Access Help Desk at
(301) 621-0390

e Write to:
NASA Access Help Desk
NASA Center for AeroSpace Information
800 Elkridge Landing Road
Linthicum Heights, MD 21090-2934



Introduction

This supplemental issue @éferonautical Engineering, A Continuing Bibliography with Indexes
(NASA/SP—1998-7037) lists reports, articles, and other documents recently announced in the
NASA STI Database.

Thecoverage includes documents on the engineering and theoretical a$plesigin, construction,
evaluation, testing, operation, and performance of aircraft (including aircraft engines) and associ-
atedcomponents, equipment, and systems. It also includes research and development in aerodynam
ics, aeronautics, and ground support equipment for aeronautical vehicles.

Each entry in the publication consists of a standard bibliographic citation accompanied, in most
cases, by an abstract.

The NASA CASI price code tableddresses of ganizations, and document availability informa
tion are included before the abstract section.

Two indexes—subject and author are included after the abstract section.



SCAN Goes Electronic!

If you have electronic mail or if you can access the Internet, you can view biweekly isS@GSNf
from your desktop absolutely free!

Electronic SCANakes advantage of computer technology to inform you of the latest worldwide,
aerospace-related, scientific and technical information that has been published.

No more waiting while the paper copy is printed and mailed to you.cdn viewElectronic SCAN
thesame day it is released—up to 18pics to browse at your leisure. When you locate a publication
of interest, you can print the announcemenu ¥an also go back tbeElectronic SCANhome page
and follow the ordering instructions to quickly receive the full document.

Startyour access t&lectronic SCANoday Over 1,000 announcements of neports, books, cen
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area formatted as follows:
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Table of Contents

Recordsare arranged in categories 1 through 19, the first nine comingf®meronautics division
of STAR,followed by the remaining division titles. Selecting a category will link you to the collection
of records cited in this issue pertaining to that category.

01 Aeronautics 1

02 Aerodynamics 3

Includes aerodynamics of bodies, combinations, wings, rotors, and control surfaces; and
internal flow in ducts and turbomachinery.

03 Air Transportation and Safety 5
Includes passenger and cargo air transport operations; and aircraft accidents.

04  Aircraft Communications and Navigation 7

Includesdigital and voice communication with aircraft; air navigation systems (satellite and
ground based); and air traffic control.

05 Aircraft Design, T esting and Performance 10
Includes aircraft simulation technology.

06  Aircraft Instrumentation 14
Includes cockpit and cabin display devices; and flight instruments.

07  Aircraft Propulsion and Power 15

Includes prime propulsion systems and systems components, e.g., gas turbine engines and
compressors; and onboard auxiliary power plants for aircraft.

08 Aircraft Stability and Control 17
Includes aircraft handling qualities; piloting; flight controls; and autopilots.

09 Research and Support Facilities (Air) 19

Includesairports, hangarand runways; aircraft repair and overhaul facilities; wind tunnels;
shock tubes; and aircraft engine test stands.

10 Astronautics N.A.

Includes astronautics (general); astrodynamics; ground support systems and facilities
(space); launch vehicles and space vehicles; space transportation; space communications,
spacecraft communications, command and tracking; spacecraft design, testing and perfor-
mance; spacecraft instrumentation; and spacecraft propulsion and power.

11  Chemistry and Materials 20
Includes chemistry and materials (general); composite materials; inorganic and physical
chemistry; metallic materials; nonmetallic materials; propellants and fuels; and materials
processing.



12  Engineering 24
Includesengineering (general); communications and radar; electronics and electrieal engi
neering; fluid mechanics and heat transfer; instrumentation and photography; lasers and
masersmechanical engineering; quality assurance and reliability; and structural mechanics.

13 Geosciences 34
Includesgeosciences (general); earth resources and remote sensigy;oduction and
conversion; environment pollution; geophysics; meteorology and climatology; and ocean-
ography.

14  Life Sciences 37
Includes life sciences (general); aerospace medicine; behavioral sciences; man/system
technology and life support; and space biology.

15 Mathematical and Computer Sciences 38
Includesmathematical and computer sciences (general); computer operations and hardware;
computer programming and software; computer systems; cybernetics; numerical analysis;
statistics and probability; systems analysis; and theoretical mathematics.

16  Physics 39
Includes physics (general); acoustics; atomic and molecular physics; nuclear and high-
energy; optics; plasma physics; solid-state physics; and thermodynamics and statistical
physics.

17  Social Sciences 39
Includes social sciences (general); administration and management; documentation and
informationscience; economics and cost analysis; [alitical science, and space policy;
and urban technology and transportation.

18 Space Sciences 40
Includesspace sciencdgeneral); astronomy; astrophysics; lunar and planetary exploration;
solar physics; and space radiation.

19 General N.A.

Indexes

Two indexes are availableoM may use the find command under the towsiu while viewing the
PDF file for direct matcisearching on any text stringolY may also view the indexes provided, for
searching oiNASA Thesaurusubject terms and author names.

Subject Term Index ST-1
Author Index PA-1
Selecting an index above will link you to that comprehensive listing.



Document Availability

SelectAvailability Info for important information about NASA Scientific andchnical Infor
mation (STI) Program Office products and services, including registration with the NASA Center
for AeroSpace Informatio(CASI) for access to the NASA CASI TRSe¢hnical Report Server),

and availability and pricing information for cited documents.
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Document Availability Information

The mission of the NASA Scientifiand echnical (STI) Program @¢e is to quickly efficiently,
andcost-efectively provide the NASA community with desktop access to STI produced by NASA
and the world’s aerospace industry and academia. In addition, we will provide the aerospace
industry, academia, and the taxpayer access to the intellectual scientific and technical output and
achievements of NASA.

Eligibility and Registration for NASA STI Products and Services

The NASA STI Program dérs a wide variety of products and services to achieve its missomn. Y
affiliation with NASA determines the level and type of services provided by the NASA STI
Program.To assure that appropriate level of services are provided, NASA STI users are requested to
registeratthe NASA Center for AeroSpace Information (CASI). Please contact NASA CASI in one
of the following ways:

E-mail:  help@sti.nasa.gov

Fax: 301-621-0134
Phone:  301-621-0390
Mail: ATTN: Registration Services

NASA Center for AeroSpace Information
800 Elkridge Landing Road
Linthicum Heights, MD 21090-2934

Limited Reproducibility

In the database citations, a note of limited reproducibility appears if there are factors affecting the
reproducibilityof more than 20 percent of the document. These factors include faint or broken type,

color photographs, black and white photographs, foldouts, dot matrix print, or some other factor that
limits the reproducibility of the document. This notation also appears on the microfiche header.

NASA Patents and Patent Applications

Patentsaand patent applications owned by NASA are announced in the STI Database. Printed copies
of patents (which are not microfiched) are available for purchase from the U.S. Patent and
Trademark Office.

When ordering patents, the U.S. Patent Number should be used, and payment must be remitted in
advanceby money order or check payable to the Commissioner of Patentsadehiarks. Prepaid
purchase coupons for ordering are also available from the U.S. Patent and Trademark Office.



NASA patent application specifications are sold in both paper copy and microfiche by the NASA
Center for AeroSpace Information (CASI). The document ID number should be used in ordering
either paper copy or microfiche from CASI.

The patents and patent applications announced in the STI Database are owned by NASA and are
availablefor royalty-free licensing. Requests for licensing teemd further information should be
addressed to:

National Aeronautics and Space Administration

Associate General Counsel for Intellectual Property

Code GP

Washington, DC 20546-0001

Sources for Documents

One or more sources from which a document announced in the STI Database is available to the
publicis ordinarily given on the last lingf the citation. The most commonly indicated sources and
their acronyms or abbreviations are listed below, with an Addresses of Organizations list near the
backof thissection. If the publication is available from a source other than those listed, the publisher
andhis address will be displayed on the availability line or in combination with the corporate source.

Avail: NASA CASI. Sold by the NASA Center for AeroSpace Information. Prices for hard copy
(HC) andmicrofiche (MF) are indicated by a price code following the letters HC or MF in
the citation. Current values are given in lh&SA CASI Price Code dblenearthe end of
this section.

Note on Odering Documents: Whendgring publications fsim NASA CASI, use the documenhlbnber
or other eport numberlt is also advisable to cite the title and other bibliographic identification.

Avail:  SOD (or GPO). Sold by the Superintendent of Documents, U.S. Government Printing
Office, in hard copy.

Avail: BLL (formerly NLL): British Library Lending Division, Boston Spaeitierby Yorkshire,
England. Photocopies available from thiganization at the price shown. (If none is given,
inquiry should be addressed to the BLL.)

Avail: DOE Depository Libraries. Organizations in U.S. cities and abroad that maintain
collections of Department of Energy reports, usually in microfiche form, are listed in
Energy Research Abstracts. Services available from the DOE and its depositories are
described in a bookleDOE Technical Information Center—Its Functions and Services
(TID-4660), which may be obtained without clgarfrom the DOE &chnical Information
Center.

Avail: ESDU. Pricing information on specific data, computer programs, and details on ESDU
International topic categories can be obtained from ESDU International.

Avail: Fachinformationszentrum Karlsruhe. Gesellschaft fir wissenschaftlich-technische
Information mbH 76344 Eggenstein-Leopoldshafen, Germany.



Avail:

Avail:

Avail:

Avail:

Avail:

Avail:

Avail:

Avail:

HMSO. Publications of Her Majesty’Stationery (ice are sold in the U.S. lgendragon
House, Inc. (PHI), Redwood City, CA. The U.S. price (including a service and mailing
charge) is given, or a conversion table may be obtained from PHI.

Issuing Activity, or Corporate Author, or no indication of availability. Inquiries as to the
availability of these documents should be addressed to the organization shown in the
citation as the corporate author of the document.

NASA Public Document Rooms. Documentsisgicated may be examined at or purchased
from the National Aeronautics and Space Administration (JBD-4), Public Documents
Room(Room 1H23), Vashington, DC 20546-0001, or public docummams located at
NASA installations, and the NASA Pasadena Office at the Jet Propulsion Laboratory.

NTIS. Sold by the Nationaldchnical Information Service. Initially distributed microfiche
under the NTIS SRIM (Selected Research in Microfiche) are available. For information
concerning this service, consult the NTIS Subscription Section, Springfield, VA 22161.

Univ. Microfilms. Documents so indicated are dissertations selected from Dissertation
Abstractsand are sold by University Microfilms as xerographic copy (HC) and microfilm.
All requests should cite the author and the Order Number as they appear in the citation.

US Patent and fademark Ciice. Sold by Commissioner of Patents amddemarks, U.S.
Patent and Trademark Office, at the standard price of $1.50 each, postage free.

(US Sales Only). These foreign documents are available to users within the Shaites!

from the National Technical Information Service (NTIS). They are available to users
outside the United States through the International Nuclear Information Service (INIS)
representative in their country, or by applying directly to the issuing organization.

USGS. Originals of many reports from the U.S. Geological Survey, which may contain
color illustrations, or otherwise may not have the quality of illustrations preserved in the
microficheor facsimile reproduction, may be examined by the public at the libraries of the
USGSfield offices whose addresses are listed on the Addressegahi@ations page. The
librariesmay be queried concerning the availability of specific documents ambsiséle
utilization of local copying services, such as color reproduction.



Addresses of Organizations

British Library Lending Division
Boston Spa, Wetherby, Yorkshire
England

Commissioner of Patents and Trademarks
U.S. Patent and Trademark Office
Washington, DC 20231

Department of Energy
Technical Information Center
P.O. Box 62

Oak Ridge, TN 37830

European Space Agency—

Information Retrieval Service ESRIN
Via Galileo Galilei
00044 Frascati (Rome) Italy

ESDU International
27 Corsham Street
London
N1 6UA
England

Fachinformationszentrum Karlsruhe
Gesellschaft fur wissenschaftlich—technische
Information mbH

76344 Eggenstein—Leopoldshafen, Germany

Her Majestys Stationery Office
P.O. Box 569, S.E. 1
London, England

NASA Center for AeroSpace Information
800 Elkridge Landing Road
Linthicum Heights, MD 21090-2934

(NASA STI Lead Center)
National Aeronautics and Space Administration

Scientific and Technical Information Program Office

Langley Research Center — MS157
Hampton, VA 23681

National Technical Information Service
5285 Port Royal Road
Springfield, VA 22161

Pendragon House, Inc.
899 Broadway Avenue
Redwood CityCA 94063

Superintendent of Documents
U.S. Government Printing Office
Washington, DC 20402

University Microfilms
A Xerox Company
300 North Zeeb Road
Ann Arbor, Ml 48106

University Microfilms, Ltd.
Tylers Green
London, England

U.S. Geological Survey Library National Center
MS 950

12201 Sunrise Valley Drive

Reston, YA 22092

U.S. Geological Survey Library
2255 North Gemini Drive
Flagstaff, AZ 86001

U.S. Geological Survey
345 Middlefield Road
Menlo Park, CA 94025

U.S. Geological Survey Library
Box 25046
Denver Federal Center, MS914
Denver, CO 80225



NASA CASI Price Code T able

(Effective July 1, 1996)

CASI NORTH
PRICE AMERICAN FOREIGN
CODE PRICE PRICE
AO1 $6.50 $ 1300
A02 10.00 20.00
A03 19.50 39.00
A04-A05 21.50 43.00
A06 25.00 50.00
AO07 28.00 56.00
A08 31.00 62.00
A09 35.00 70.00
A10 38.00 76.00
All 41.00 82.00
Al2 44.00 88.00
Al3 47.00 94.00
Al4-Al17 49.00 98.00
Al18-A21 57.00 114.00
A22-A25 67.00 134.00
A99 Call For Price Call For Price

Important Notice

The$1.50domestic and $9.00 foreign shipping and handling fee currently beirgechaill remain
thesame. Foreign airmail is $27.00 for the first te3ns, $9.00 for each additional item. Additional
ly, a new processing fee of $2.00 per each video ordered will be assessed.

For users registered at the NASA CASI, document orders may be invoiced at the end of the month,
chargedagainst a deposit account, or paid by check or credit card. NASA CASI accepts American

Express, Diners’ Club, MasterCard, and VISA credit cards. There are no shipping and handling
chargesTo register at the NASA CASI, please request a registration form through the NASA Access

Help Desk at the numbers or addresses below.

Return Policy

The NASA Center for AeroSpace Information will gladly replace or make full refund on gems
haverequested if we have made an error in your orfldre item is defective, or if it was received in
damaged condition and you contact us within 30 days of your original request. Just contact our
NASA Access Help Desk at the numbers or addresses listed below.

NASA Center for AeroSpace Information E-mail: help@sti.nasa.gov
800 Elkridge Landing Road Fax: (301) 621-0134
Linthicum Heights, MD 21090-2934 Phone: (301) 621-0390

Rev. 6/96



Federal Depository Library Program

In order to provide the general public with greater access to U.S. Government publi€tiogess
establishedhe Federal Depository LibraBrogram under the Government Printindicaf (GPO),

with 53 regional depositories responsible germanent retention of material, inrtdarary loan, and
reference services. At least one copy of nearly every NASA and NASA-sponsored publication,
eitherin printed or microfiche format, is received and retained by the 53 reglepaskitories. A list

of theFederal Regional Depository Libraries, arranged alphabetically by state, appears at the very
end of this section. These libraries are not sales outlets. A local library can contact a regional
depository to help locate specific reports, or direct contact may be made by an individual.

Public Collection of NASA Documents

An extensive collection of NASA and NASA-sponsored publications is maintained by the British
Library Lending Division, Boston Spa, &herby Yorkshire, England for public access. The British
Library Lending Division also has available many of the non-NASA publications cited in the STI
Database. European requesters may purchase facsimile copy or microfiche of NASA and
NASA-sponsored documents FlZ—Fachinformation Karlsruhe—Bibliographic Service, D-76344
Eggenstein-Leopoldshafen, Germany and TIB-Technische Informationsbibliothek, P.O. Box
60 80, D-30080 Hannover, Germany.

Submitting Documents

All users of this abstract service argadt to forward reports to be considered for announcement in
the STI Database. This will aid NASA in its efforts to provide the fullest possible coverage of all
scientific and technical publications that might support aeronautics and space research and
development. If you have prepared relevant reports (other than those you will transmit to NASA,
DOD, or DOE through the usual contract- or grant-reporting channels), please send them for
consideration to:

ATTN: Acquisitions Specialist

NASA Center for AeroSpace Information

800 Elkridge Landing Road

Linthicum Heights, MD 21090-2934.

Reprints of journal articles, book chapters, and conference papers are also welcome.

You may specify a particular source to be included in a report announcement if you wish; otherwise
the report will be placed on a public sale at the NASA Center for AeroSpace Information.
Copyrighted publications will be announced but not distributed or sold.



ALABAMA

AUBURN UNIV. AT MONTGOMERY
LIBRARY

Documents Dept.

7300 University Dr.

Montgomery, AL 36117-3596

(205) 244-3650 Fax: (205) 244-0678

UNIV. OF ALABAMA

Amelia Gayle Gorgas Library

Govt. Documents

P.O. Box 870266

Tuscaloosa, AL 35487-0266

(205) 348-6046 Fax: (205) 348-0760

ARIZONA

DEPT. OF LIBRARY, ARCHIVES,
AND PUBLIC RECORDS

Research Division

Third Floor, State Capitol

1700 West Washington

Phoenix, AZ 85007

(602) 542-3701 Fax: (602) 542-4400

ARKANSAS

ARKANSAS STATE LIBRARY

State Library Service Section
Documents Service Section

One Capitol Mall

Little Rock, AR 72201-1014

(501) 682-2053 Fax: (501) 682-1529

CALIFORNIA

CALIFORNIA STATE LIBRARY

Govt. Publications Section

P.O. Box 942837 — 914 Capitol Mall
Sacramento, CA 94337-0091

(916) 654—-0069 Fax: (916) 654-0241

COLORADO

UNIV. OF COLORADO - BOULDER
Libraries — Govt. Publications
Campus Box 184

Boulder, CO 80309-0184

(303) 492-8834 Fax: (303) 492-1881

DENVER PUBLIC LIBRARY

Govt. Publications Dept. BSG

1357 Broadway

Denver, CO 80203-2165

(303) 640-8846 Fax: (303) 640-8817

CONNECTICUT
CONNECTICUT STATE LIBRARY
231 Capitol Avenue

Hartford, CT 06106

(203) 566-4971 Fax: (203) 566-3322

FLORIDA

UNIV. OF FLORIDA LIBRARIES
Documents Dept.

240 Library West

Gainesville, FL 32611-2048

(904) 392-0366 Fax: (904) 392-7251

GEORGIA

UNIV. OF GEORGIA LIBRARIES
Govt. Documents Dept.

Jackson Street

Athens, GA 30602-1645

(706) 542—-8949 Fax: (706) 542-4144

HAWAII

UNIV. OF HAWAII

Hamilton Library

Govt. Documents Collection

2550 The Mall

Honolulu, HI 96822

(808) 948-8230 Fax: (808) 956-5968

IDAHO

UNIV. OF IDAHO LIBRARY
Documents Section

Rayburn Street

Moscow, ID 83844-2353

(208) 885-6344 Fax: (208) 885-6817

ILLINOIS

ILLINOIS STATE LIBRARY

Federal Documents Dept.

300 South Second Street

Springfield, IL 62701-1796

(217) 782-7596 Fax: (217) 782-6437

Federal Regional Depository Libraries

INDIANA

INDIANA STATE LIBRARY
Serials/Documents Section

140 North Senate Avenue
Indianapolis, IN 46204-2296

(317) 232-3679 Fax: (317) 232-3728

IOWA

UNIV. OF IOWA LIBRARIES

Govt. Publications

Washington & Madison Streets

lowa City, IA 52242-1166

(319) 335-5926 Fax: (319) 335-5900

KANSAS

UNIV. OF KANSAS

Govt. Documents & Maps Library
6001 Malott Hall

Lawrence, KS 66045-2800

(913) 864-4660 Fax: (913) 864-3855

KENTUCKY

UNIV. OF KENTUCKY

King Library South

Govt. Publications/Maps Dept.
Patterson Drive

Lexington, KY 40506-0039

(606) 257-3139 Fax: (606) 257-3139

LOUISIANA

LOUISIANA STATE UNIV.

Middleton Library

Govt. Documents Dept.

Baton Rouge, LA 70803-3312

(504) 388-2570 Fax: (504) 388-6992

LOUISIANA TECHNICAL UNIV.
Prescott Memorial Library

Govt. Documents Dept.

Ruston, LA 71272-0046

(318) 257-4962 Fax: (318) 257-2447

MAINE

UNIV. OF MAINE

Raymond H. Fogler Library

Govt. Documents Dept.

Orono, ME 04469-5729

(207) 581-1673 Fax: (207) 581-1653

MARYLAND

UNIV. OF MARYLAND — COLLEGE PARK
McKeldin Library

Govt. Documents/Maps Unit

College Park, MD 20742

(301) 405-9165 Fax: (301) 314-9416

MASSACHUSETTS
BOSTON PUBLIC LIBRARY
Govt. Documents

666 Boylston Street

Boston, MA 02117-0286
(617) 536-5400, ext. 226
Fax: (617) 536—7758

MICHIGAN

DETROIT PUBLIC LIBRARY

5201 Woodward Avenue

Detroit, MI 48202-4093

(313) 833-1025 Fax: (313) 833-0156

LIBRARY OF MICHIGAN

Govt. Documents Unit

P.O. Box 30007

717 West Allegan Street

Lansing, M| 48909

(517) 373-1300 Fax: (517) 373-3381

MINNESOTA

UNIV. OF MINNESOTA

Govt. Publications

409 Wilson Library

309 19th Avenue South

Minneapolis, MN 55455

(612) 624-5073 Fax: (612) 6269353

MISSISSIPPI

UNIV. OF MISSISSIPPI

J.D. Williams Library

106 Old Gym Bldg.

University, MS 38677

(601) 232-5857 Fax: (601) 232-7465

MISSOURI

UNIV. OF MISSOURI — COLUMBIA
1068 Ellis Library

Govt. Documents Sect.

Columbia, MO 65201-5149

(314) 882-6733 Fax: (314) 882-8044

MONTANA

UNIV. OF MONTANA

Mansfield Library

Documents Division

Missoula, MT 59812-1195

(406) 243-6700 Fax: (406) 243-2060

NEBRASKA

UNIV. OF NEBRASKA — LINCOLN
D.L. Love Memorial Library

Lincoln, NE 68588-0410

(402) 472-2562 Fax: (402) 472-5131

NEVADA

THE UNIV. OF NEVADA
LIBRARIES

Business and Govt. Information
Center

Reno, NV 89557-0044

(702) 784-6579 Fax: (702) 784-1751

NEW JERSEY

NEWARK PUBLIC LIBRARY
Science Div. — Public Access

P.O. Box 630

Five Washington Street

Newark, NJ 07101-7812

(201) 733-7782 Fax: (201) 733-5648

NEW MEXICO

UNIV. OF NEW MEXICO

General Library

Govt. Information Dept.
Albuquerque, NM 87131-1466

(505) 277-5441 Fax: (505) 277-6019

NEW MEXICO STATE LIBRARY

325 Don Gaspar Avenue

Santa Fe, NM 87503

(505) 827-3824 Fax: (505) 827-3888

NEW YORK

NEW YORK STATE LIBRARY
Cultural Education Center
Documents/Gift & Exchange Section
Empire State Plaza

Albany, NY 12230-0001

(518) 474-5355 Fax: (518) 474-5786

NORTH CAROLINA

UNIV. OF NORTH CAROLINA —
CHAPEL HILL

Walter Royal Davis Library

CB 3912, Reference Dept.

Chapel Hill, NC 27514-8890

(919) 962-1151 Fax: (919) 962—-4451

NORTH DAKOTA

NORTH DAKOTA STATE UNIV. LIB.
Documents

P.O. Box 5599

Fargo, ND 58105-5599

(701) 237-8886 Fax: (701) 237-7138

UNIV. OF NORTH DAKOTA

Chester Fritz Library

University Station

P.O. Box 9000 — Centennial and
University Avenue

Grand Forks, ND 58202-9000

(701) 777-4632 Fax: (701) 777-3319

OHIO

STATE LIBRARY OF OHIO
Documents Dept.

65 South Front Street

Columbus, OH 43215-4163

(614) 644-7051 Fax: (614) 752-9178

OKLAHOMA

OKLAHOMA DEPT. OF LIBRARIES
U.S. Govt. Information Division

200 Northeast 18th Street
Oklahoma City, OK 73105-3298
(405) 521-2502, ext. 253

Fax: (405) 525-7804

OKLAHOMA STATE UNIV.

Edmon Low Library

Stillwater, OK 74078-0375

(405) 744-6546 Fax: (405) 744-5183

OREGON

PORTLAND STATE UNIV.

Branford P. Millar Library

934 Southwest Harrison

Portland, OR 97207-1151

(503) 725-4123 Fax: (503) 725-4524

PENNSYLVANIA

STATE LIBRARY OF PENN.

Govt. Publications Section

116 Walnut & Commonwealth Ave.
Harrisburg, PA 17105-1601

(717) 787-3752 Fax: (717) 783-2070

SOUTH CAROLINA
CLEMSON UNIV.

Robert Muldrow Cooper Library
Public Documents Unit

P.O. Box 343001

Clemson, SC 29634-3001

(803) 656-5174 Fax: (803) 656-3025

UNIV. OF SOUTH CAROLINA
Thomas Cooper Library

Green and Sumter Streets

Columbia, SC 29208

(803) 777-4841 Fax: (803) 777-9503

TENNESSEE

UNIV. OF MEMPHIS LIBRARIES
Govt. Publications Dept.

Memphis, TN 38152-0001

(901) 678-2206 Fax: (901) 678-2511

TEXAS

TEXAS STATE LIBRARY

United States Documents

P.O. Box 12927 — 1201 Brazos
Austin, TX 78701-0001

(512) 463-5455 Fax: (512) 463-5436

TEXAS TECH. UNIV. LIBRARIES
Documents Dept.

Lubbock, TX 79409-0002

(806) 742—2282 Fax: (806) 742-1920

UTAH

UTAH STATE UNIV.

Merrill Library Documents Dept.
Logan, UT 84322-3000

(801) 797—2678 Fax: (801) 797-2677

VIRGINIA

UNIV. OF VIRGINIA

Alderman Library

Govt. Documents

University Ave. & McCormick Rd.
Charlottesville, VA 22903-2498

(804) 824-3133 Fax: (804) 924-4337

WASHINGTON

WASHINGTON STATE LIBRARY
Govt. Publications

P.O. Box 42478

16th and Water Streets

Olympia, WA 98504-2478

(206) 753-4027 Fax: (206) 586-7575

WEST VIRGINIA

WEST VIRGINIA UNIV. LIBRARY
Govt. Documents Section

P.O. Box 6069 — 1549 University Ave.
Morgantown, WV 26506—-6069

(304) 293-3051 Fax: (304) 293-6638

WISCONSIN

ST. HIST. SOC. OF WISCONSIN
LIBRARY

Govt. Publication Section

816 State Street

Madison, WI 53706

(608) 264-6525 Fax: (608) 264-6520

MILWAUKEE PUBLIC LIBRARY
Documents Division

814 West Wisconsin Avenue
Milwaukee, W1 53233

(414) 286-3073 Fax: (414) 286-8074



OooooDogoodg

Typical Report Citation and Abstract

19970001126 NASA Langley Research Centétampton, YA USA
Water Tunnel Flow Visualization Study Through Poststall of 12 Novel Planform Shapes
Gatlin, Gregory M., NASA Langley Research CentdSA Neuhart, Dan H., Lockheé&thgineering and Sciences Co., USA;
Mar. 1996; 130p; In English
Contract(s)/Grant(s): FOP 505-68-70-04
ReportNo(s): NASA-TM-4663; NAS 1.15:4663; L-17418; No Copyright;all: CASI; A07, Hardcopy; A02, Microfiche

To determine the flow field characteristicsif planform geometries, a flow visualization investigation was conducted
in the Langley 16- by 24-Inch Water Tunnel. Concepts studied included flat plate representations of diamond wings, twin
bodies,double wings, cutout wing configurations, and serrated forebodies. fibarfafce flow patterns were identified by
injectingcolored dyes from the model surface into the free-stream Tlbese dyes generally were injected so that the-local
izedvortical flow patterns were visualized. Photographs were obtained for angles of attack ranging from 10’ to 50’, and all
investigationsvere conducted at a test section speed of 0.25 ft per sec. Results from the investigation indicate that the forma
tion of strong vortices on highly swept forebodies can improve poststall lift characteristics; haheesymmetric bursting
of these vortices could produce substantial control problems. Aauitogit was found to significantly alter the position of
theforebody vortex on the wing by shifting the vortex inboard. Serrated forebodies were fouiedtioedy generate muki
ple vortices over the configuratiolortices from 65’ swept forebody serrations tended to roll togetieie vortices from
40’ swept serrations were mordegtive in generating additional lift caused by their more independent nature.
Author
Water Tunnel Tests; Flow Visualization; Flow Distribution; Free Flow; Planforms; Wing Profiles; Aerodynamic
Configurations
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AERONAUTICS

19980013112
Aerospacethermal-structural testing technology
Thornton,Earl A., Univ of Virginia, USA; Applied Mechanics Reviews; Septemi&07; ISSND003-6900; ¥lume 50, no. 9,
pp.477-498; In English; 1997 2nd International Symposium on Thermal Stresses, 1ut987, CracowPoland; Copyright;
Avail: Issuing Activity

This review article describes aerospace thermal-strudiesting technologyit begins with discussions of aerodynamic heat
ing and space radiation heating. The review continues with a general discussion of thermal-structural test technology including
heating and cooling, instrumentation, and thermal-structural boundary conditions. Then illustrative thermal structural tests are
presented for high spedayht in the atmosphere and flight in space. Experiments conducted in the laboratory as well as flight
tests are described. Several experiments are reviewed to demonstrate the diversity of thermal-structural phenomena.
Author (EI)
Flight Tests; Aepspace Engineering;ethnologies; Aedynamic Heating; Heating

19980013135Louisiana State UnivDept. of Electrical and Computer EngineeriBgton Rouge, LA USA
Modeling and Control of Uncertain Systems with Applications to Air Foce Problems Final Report 1 Sep. 1994 - 31 Aug.
1997
Gu, Guo-Xiang, Louisiana State UnjWJSA; Aug. 1997; 26p; In English
Contract(s)/Grant(s): F49620-94-1-0415
Report No.(s): AD-A332660; No Copyrightyail: CASI; A03, Hardcopy; A01, Microfiche
The paper addresses modeling and control of uncertain systems with applications to Air Force problems.
Derived from text
Control Theory; Contol Stability

19980014486
Assessment of peconditioning methods for multidimensional aeodynamics
Turkel, E., Tel-Aviv Univ., Israe] RadespielR.; Kroll, N.; Computes & Fuids; July, 1997, ISSN 0045-7930 Volume 25,
no.6, p. 613-634; h English; Copyright Avail: Issuirg Activity

We consider the steady state equations for a compressibleRhridbw speed flow the system is B8ince the ratio of the
convectivespeed to the speed of sound is very small. to overcome ftiisilthfwe alter the time dependency of the equations
while retaining the same steady state operatasrder to achieve high numerical resolution we also alter the artificial dissipation
(or Roe matrix) of the numerical scheme. The definition of preconditioners and artificial dissipation tebedaramulated con
venientlyby using other sets of dependent variables rather than the conservation variabldec®hef efiferent precondition
ers,artificial dissipation and grid density on accuracy and cayerere to the steady state of the numerical solutions are presented
in detail. The numerical results obtained for invismidl viscous two- and three-dimensional flows over external aerodynamic
bodies indicate that #tient multigrid computations of flows with very low Mach numbers are now possible.
Author (EI)
Equationsof State; Mach Number; Steady State; Caapible Flow; Aeydynamics; Numerical Analysis; Algorithms; Conver
gence



19980016306National Materials Advisory BoardVashington, DC USA
New Materials for Next-Generation Commecial Transports
1996; 94p; In English
Report No.(s): PB96-181680; NMAB-476; Copyrightikked; Avail: CASI; A05, Hardcopy; A01, Microfiche

Themajor objective of the study was to identify issues related to the introduction of new matetitle dect that advanced
materialswill have on the durability and technical risk of future caiilcraft throughout their service life. The report presents new
materials and structural concepts that are likely to be incorporated into next-generation commercial aircraft and the factors in-
fluencingapplication decisions.
NTIS
Aircraft Construction Materials; Resedr and Development; Comnagl Aircraft; Transport Aicraft

19980016374Federal Aviation AdministratignWashington, DC USA
Federal Aviation Regulations. Part 43, Maintenance, Reventive Maintenance, Rebuilding and Alteration. Change 2
May 31, 1996; 19p; In English
Report No.(s): PB96-194022; No Copyrighyjal: CASI; A03, Hardcopy; A01, Microfiche
This change incorporates two amendments: Amendment 43-35, Revision of Authority Citations, effective December 28,
1995,and Amendment 43-36, Revisions to Maintenance and Preventive Maintenanaff&utlee May 31, 1996. Amendment
43-36revises Sections 43.3, 43.7(d), and 4@} and adds (c)(31) and (c)(32) to Appendix A.
NTIS
Regulations; Maintenance; Agspace ¥hicles; Pevention

19980016425
Revolution in air power at sea for the next century
Burnett,Robin; Navd Architect July-August 1997, ISSN 0306-0209 pp. 55-57, 59; In Englishy Copyright Avail: Issuing
Activity
The RINA's Warship '97 conference emphasized thgent need to address ship design problems with repkaetding heli
copterson deck. Air operations have to be optimized among other ship requirements but there are problems to be resolved with
shipswhose helicopter landing spots cannot be properly used because of air turbulence. The conference revealed a wide ranging
of innovative approach to revolutionary future aircraft carrier design and recognized the serious problems of aircraft handling
particularlyin small and hybrid types as helicopters gegdar
El
Aircraft Carriers; Ships; Military Helicopters; Aaraft Landing; Tirbulence

1998001657 1Advisory Group for Aerospace Research and Developrientilly-SurSeine, France

Future Aerospace Echnology in the Service of the Alliance, Mume 2, Mission SystemsdchnologiesLes Technologies

Aeronautiqueset Spatialeslu Futur au Service de lAlliance Atlantique, Volume 2 Les chnologies des Systemes de €on

duite de Mission

FutureAerospace @chnology in the Service of tidliance; Dec. 1997; 184p; In English; In French; The AGARD Symposium

on 'Future Aerospace Technology in the Service of the Alliance’, 14-17 Apr. 1997, Palaiseau, France; Also announced as

19980016572hrough 19980016587

ReportNo.(s): AGARD-CP-600-9-2; ISBN 92-836-0048-7; Copyright &Wed; Avail: CASI; A09, Hardcopy; A02, Microfiche
Advancesdn sensing and information processing/distribution technologies will enable highly innovative system concepts for

achieving unprecedented improvements in military mission capabilities. Assessing those major teclivaloggs, the sympo

siumwas structured in five sessions hosting twenty four papers: (1) Mission management concepts, introducing the subject, pre

sentingtechnological requirements and givingamsexample the unmanned tactical aircraft; (2) Sensors and electronic warfare,

showinghow emeging Radio Frequencgnd Electro-Optics technologies are able feramproved situational awareness, but

may also defeat apparently reliable weapons; (3) Information and communications systems, stres$augivieeoéfnding most

likely to occur between market driven and specific military developments, as well as the need to acttmibaftiespace envi

ronment; (4) Information fusion and mission systems integration, demonstrating among others how data fusion which is required

for matching the information rate to theman, will result in drastically improving its accuracy and reliability; and (5) System

simulation,emphasizing the major role of simulation technologiesdst-efective design of new military systems, evaluation

of existing ones, training of operatoasd paving the way to the concept of synthetic environments. Based @ingnaerd rapie

ly evolving technologies, the presenters built a vision of future weapon systems capable of operating in a diverse range of hostile

environmentsynder all weather conditions, and during day or night. Furthermore, autonomous situation appreciation,capability



reliablecommunication channels and real-tidexision aids were discussed, which will drastically reduce the operators’ reaction
time and prevent overload in a highdet and threat density environment. The fruitful interaction with the audience confirmed
theunique opportunity déred bythis classified symposium to bring together experts working in the relevant sciences as well as
theuser communityand dfiliated either with academia, industigovernment @anisations, or military services.

Author

MissionPlanning; V¢apon Systems; Conégrces; Electinic Warfare; Military Operations; Systems Engineering; Artificial In
telligence;Decision Making; Pattern Recognition; Global Positioning Systestecbmmunication; Adraft Detection; Aionics

02
AERODYNAMICS

Includes aerodynamics of bodies, combinations, wings, rotors, and control surfaces, and internal flow in ducts and turbomachinery.

19980011200
Comparison of turbulence models for attached boundary layersealevant to aepnautics
Henkes, R. A. W. M., Delft Univ. of Technology, Netherlands; Applied Scientific Research (The Hague); 1996/1997; ISSN
0003-6994Molume 57, no. 1, pp. 43-65; In English; Copyrighta#k 1ssuing Activity

With a single numerical method the performance of thtagses of turbulence models is compared féerdifit types of at
tachedboundary layers, for which direct numerical simulationsexperiments are available in the literature. The boundary-layer
equations are solved with the following turbulence models: an algebraic model, two-equation models (k - epsilon and k - omega),
anda differential Reynolds-stress model. The test cases are the channealrtblaoundary layers with zero, favourable and ad
versestreamwise pressure gradient. Théedéntial Reynolds-stress model gives the best overall performance, whereas the per
formanceof the algebraic model and the k - omega model is reasonably good. The performance of the k - epsilon model is less
goodfor boundary layers with a non-zero streamwise pressure gradient, but it can easily be improesdiitjoaal source term
in the epsilon equation, which is also applied in the consideredatifial Reynolds-stress model.
Author (EI)
Boundary Layer Equations; Boundary Layergarulence Models;drbulence; Mathematical Models; Numerical Analysis

19980013923Naval Postgraduate SchpMonterey CA USA
Aerodynamic Analysis of a Modified, Pylon-Mounted JSOW/CAM Using Multi-Grid CFD Methods
Pomerantz, Boaz, Naval Postgraduate School, USA; M&7; 168p; In English
Report No.(s): AD-A331636; No CopyrightyAil: CASI; A08, Hardcopy; A02, Microfiche

ComputationaFluid Dynamics (CFD) has becomerajor tool in aerodynamic analysis throughout the aerospace industries,
complementary to traditionahethods such as wind tunnel testing, and analytical calculations. In this research, an attempt was
made to integrate the Similarity and Area Rules with CFD methods. Both tools, the Similarity/Area Rule and CFD are used to
derivethe characteristics of complicated aerodynamic shapes in the transonic Mach number regime. It was found that the Similari
ty Rule can only be verified qualitativel@n the other hand, the Area Rule can be more completely verified. The aimfinds to
waysto minimize the drag of the training configurations of thetdiGround (A/G) weapon, Joint-Stanéid¥eapon(JSOW),
in its Captive-AirTraining-Missile (CAM) configuration. by analyzing the combination of M and Pylon, it was found that
the drag of this configuration depends on the average slope of the area cross-section distribution of the Hite®B&ytools
usedwere a state-of-the-agtid generation code, GRIDGEN, and a multi-grid integration code, PEGSUS; the configurations were
run with the OVERFLOW solver using Eujeas well as NavieBtokes solutions. For drag optimization, Euler solutions gilee
quateresults, the need for NS solution can be restricted to more intensity viscous analysis.
DTIC
Computational Fluid Dynamics; Aedynamic CharacteristicdDesign Analysis; Mach Number; Drag; Education; Aerospace
Industry

19980015109NASA Ames Research Centéoffett Field, CA USA

Development of High Speed Interfeometry Imaging and Analysis Techniques for Compessible Dynamic Stall
Chandrasekhard). S., Naval Postgraduate School, USA; ClariV., NASA Ames Research Cent&lSA; Wider, M. C., MCAT
Inst.,USA; Sep. 1997, 13p

Contract(s)/Grant(s): ARO-MIPR-133-94

ReportNo.(s): AD-A332283; NASA/TM-97-206787; NAS 1.26:206787; ARO-32480-10-EG; No Copyrightt: £ASI; A03,
Hardcopy;A01, Microfiche



The developmenbf a high speed, phase locked, real time, poifiedifion interferometry system for quantitative imaging
of unsteady separated flows is described. The system enables recording of up to 224 interferograms of thetallyfiamimver
anoscillating airfoil using a drum camera at rates of up to 40 KHz, controlled by custom designed electronic interlocking circuitry
Severathousand interferograms of the flow have been obtained using this system. A comprehensive image analysis package has
beendeveloped for automatic processing of this large number of images. The software has been specifically tuned to address the
specialcharacteristics of airfoil flow interferograms. Examples of images obtained using the standard and the high speed interfer
ometrytechniques are presented along with a demonstration of the image prooassirgs ability to resolve the fine details
presenin these images.
DTIC
Compressiblélow; Image Pocessing; Flow Mualization; Unsteady Flow; Aedynamic Stalling; Image Analysis; Interdene-
try; Real Tme Operation; Separated Flow

19980015746NERAC, Inc, Tolland, CT USA
Parachutes. (Latest citations fom the U.S. Patent Bibliographic File with Exemplary Claims)
Jan. 1996; In English
Report No.(s): PB96-859509; Copyrightived; Avail: Issuing Activity (Natl Bchnical Information Service (NTIS)), Micro
fiche

The bibliography contains citations of selected patents concerning design, fabrication, and testing of parachutes and deceler
atingdevices that use aerodynamic drag. Designs for the castmoyds, and hardware, and operating components, including
canopy opening, actuators, staging, reefing, maneuvering, and separation and release mechanisms, are reviewed. Application
include deployment from aircraft for escape or air drop missions, aerial delivery of equipment and munitions, and recovery of
drones(Contains 50-250 citations and includes a subject term index and title list.)
NTIS
Bibliographies; Parachutes

19980016543NASA Lewis Research Centé&leveland, OH USA
Experimental Evaluation of the Penalty Associated Wh Micr o-Blowing for Reducing Skin Friction
Hwang,Danny P, NASA Lewis Research Cent&iSA; BiesiadnyTom J., NASA Lewis Research CentdiSA; Dec. 1997; 12p;
In English; 36th; Aerospace Science, 12-15 Jan. 1998, Reno, NV, USA; Sponsored by American Inst. of Aeronautics and
AstronauticsUSA
Contract(s)/Grant(s): FOP 274-00-00
ReportNo.(s): NASA-TM-113174; NAS 1.15:13174; AIAA Papei97-0677; E-10938; No CopyrightyAil: CASI; A03, Hard
copy;A01, Microfiche

A micro-blowing technique (MBT) experiment was conducted in the Advanced Nozzle and Engine Compesidrasillty
atthe NASA Lewis Research Cent&he objectives of the test were to evaluate the pressure-drag penalty associated with the MBT
andto provide additional information about the porous plates used for micro-blowing. The results showed 18gtlates tested
couldreduce the total drag (skin-friction drag plus pressure drag) below a solid flat plate value. The results of this experiment and
prior data showed thattatal drag reduction below a solid flat plate value was possible. More tests are needed to find an optimal
MBT skin and to find a technique to reduce pressure drag.
Author
Skin Friction; Friction Reduction; Drag Reduction

19980016567Florida State Uniy Dept. of Mechanical Engineeringallahassee, FL USA
Thrust-Induced Effects on a Pitching-Up Delta Vihg Flow Field: Control of Stalled Wings Final Report 1 Sep. 1994 - 31
Aug. 1995
VanDommelen, L., Florida State UniWSA; Nov 22, 1995; 5p; In English
Contract(s)/Grant(s): F49620-93-1-0568
ReportNo.(s):AD-A329654; FMRL-TR95-2; AFOSR-TR-97-0416; No Copyrightjall: CASI; A01, Hardcopy; A01, Micro
fiche
Neuralnetwork procedures were explored with the objectives to control a delta wing in the non-linear domain. Results show
thatneural networks are well suited to represent non-linear computed lift and pressure forces on delta wingsprdinhedel



theflare maneuversuggests that neural network controllers can perform well for non-linear systems provided that suitable input
andtraining data are provided to it.

DTIC

Neural Nets; Aerdynamic Stalling; Delta igs; Lift

19980016874Japan Atomic Engy Research InstTokyo, Japan
A conceptual design of multidisciplinary-integrated CFD simulation on parallel computers
Onishi,Ryoichi, Japan Atomic Engy Research Inst., Japan; Ohtakdshi, Japan Atomic Ergr Research Inst., Japan; Kimura,
Toshiya,Japan Atomic Engy Research Inst., Japan; NA®96; 63p; In Japanese
ReportNo.(s): JAERI-Data/Code-96-031; DE97-736281; No Copyrigh&ilAlssuing Activity (Natl Bchnical Information Ser
vice (NTIS)), Microfiche

A design of a parallel aeroelastic code for airdraéigrated simulations is conducted. The method for integrating aerodynam
ics and structural dynamics software on parallel compugettevised by using the Euler/Navigtokes equations coupled with
wing-boxfinite element structures. A synthesis of modern airceaftiires the optimizations of aerodynamics, structures, con
trols, operabilities, or other design disciplines, and the R anddbtgto implement Multidisciplinarpesign Optimization envi
ronments using high performance computers are made especially among the U.S. aerospace industries. This report describes
Multiple Program Multiple Data (MPMD) parallelization of aerodynamics and structural dynamics codes with a dynamic de-
formation grid. A three-dimensional computation of a flowfield with dynamic deformation caused by a structural deformation
is performed, and a pressure data calculated is used for a computation of the structural deformation which is input again to a fluid
dynamicscode. This process is repeated exchanging the computed data of pressures and defoetvegiem$lowfield grids
and structural elements. It enables to simulate the structure movements which take into account of the interaction of fluid and
structure. The conceptual design for achieving the aforementioned various functions is reported. Also the future extensions to
incorporatecontrol systems, which enable to simulate a realistic aircraft configuration to be a major tool for Aircraft Integrated
Simulation,are investigated.
DOE
Computerizedimulation; Aicraft Configurations; Multidisciplinary Design Optimization; Parallel Computers; Na@trkes
Equation; Aircraft Design; Euler Equations of Motion; Computational Fluid Dynamics; Aeroelasticity; Dynamic Structural
Analysis;Finite Element Method; Adraft Structues; Aeodynamics

03
AIR TRANSPORTATION AND SAFETY

Includes passenger and cargo air transport operations; and aircraft accidents.

19980014450Embry-Riddle Aeronautical UnivDaytona Beach, FL USA
General Aviation Night Fatal Accidents Final Report Jan. 1985 - Dec. 1994
Jomgensen, Richard J., Embry-Riddle Aeronautical UtiNSA; Sep. 1997; 47p; In English
Report No.(s): AD-A330954; No Copyrightyail: CASI; A03, Hardcopy; A01, Microfiche

The purpose of this research was to ascertain whether a significantly disproportionate number of general aviation fatal aircraft
accidentoccur at night. The percentage of all fatal accidents that occur at night, collected over a ten year span, were compared
to the percentage of hours flown at night. Research determined that there is a significantly disproportionate number of night fatal
accidents. An additional area examined was whether a significantly larger proportion of night (versus day) fatal accidents had
inflight encounter with weather as the first occurrence (the first ohamper of occurrences or events which contribute to an
accident) . The study resolved that a significahigher percentage of night accidents have inflight encounter with weather as
the first occurrence.
DTIC
Aircraft Accidents; Generalviation Aircraft; Weather



19980014521Army Safety CentefFort RuckerAL USA
Flightfax: Army A viation Risk-Management Information, Volume 26
Nov. 1997; 12p; In English
Report No.(s): AD-A331580; No CopyrightyAil: CASI; A03, Hardcopy; A01, Microfiche
This periodical deals with all aspects of army Aviation. Some of the topics are: (1) auxillary fuel tank operations; (2) risk
managemernessons learned; (3) ANVIS maintenance; (4) accidents brief; and (5) aviation messages.
DTIC
Risk; Management Information Systems; Accideav@mtion; Flight Safety

19980015208Eurocontrol Experimental CentBretigny France
3rd Continental RVSM Real-Time Simulation
Lane,R., Eurocontrol Experimental Centre, France; DeraRsyEurocontrol Experimental Centre, France; Se&yeEurocon
trol Experimental Centre, France; Jul. 1997; 104p; In English
Report No.(s): PB9814812; EEC-315; No Copyrightvail: CASI; A06, Hardcopy; A02, Microfiche

The S08 Real Tme Simulation was the third Continental Reducedti¢al Separation Minima (RSM) Simulation to be con
ducted at the EUROCONTROL Experimental Centre (EEC) at Bretigny, France. The aim of the simulation was to continue to
studythe benefits of the Single and Double Alternate FLOS withirctine area of European airspace using a Multi-Aaffic
ControlCenter (ACC) environment.
NTIS
Air Traffic Contol; Computerized Simulation; Airspace; CiviiAtion

19980015209Eurocontrol Experimental CenfrBretigny France
Space System Safety Case: Impact Studyolume 1
Fletcher P A., Eurocontrol Experimental Centre, France; Jun. 1997; 94p; In English
Report No.(s): PB9814838; EEC-312-V1; No Copyrightpail: CASI; A05, Hardcopy; A01, Microfiche
Volume | of this report reviews the impacts of introducing a Space System Safety Case into the safety regulation of radio
navigationservices. The report also identifies the need for local (State) and international regulatory frameworks to support a Safe
ty Case regime and assists in defining one possible structure and its implications.
NTIS
Radio Navigation; Civil Riation; Systems Engineering; Safety Factors

19980016626Commission on ¥ation Safety and SecurjtyWashington, DC USA
White House Commission on ®iation Safety and Security Final Report
Gore, A., Commission onvAation Safety and Securjty SA; Feb. 12, 1997; 98p; In English
Report No.(s): PB97-166169; No Copyrighyall: CASI; A05, Hardcopy; A02, Microfiche

The President established the White House Commissionvaiién Safety and Security on August 22, 1996 with a charter
to study matters involving aviation matters involving aviation safety and sedndkyding air trafic control and to develop a
strategyand securityboth domestically and internationallyhe Commission and stafonducted an intensive inquiry into civil
aviationsafety security and air trit control modernization. The publication provides recommendations which should enhance
andensure the continued safety and security of air transportation.
NTIS
Security; Flight Safety; Adraft Safety

19980016628National Tansportation Safety Bogrivashington, DC USA
National Transportation Safety Board Transportation Initial Decisions and Orders and Board Opinions and Orders
Adopted and Issued during the Month of February 1996
Feb. 1996; 189p; In English
Report No.(s): PB96-916702; NTSB/IDBO0O-96/02; Copyright; Avail: Issuing Activity (Natl Technical Information Service
(NTIS)), Microfiche

This publication containall Judge Initial Decisions and Board Opinions and Orders in Safety Enforcement and Seaman En
forcementCases for February 1996.
NTIS
Safety Managementrdnsportation



19980016705NASA Lewis Research Centetleveland, OH USA
NASA/FAA/NCAR Supercooled Large Dioplet Icing Flight Reseach: Summary of Winter 1996-1997 Flight Operations
Miller, Dean NASA Lewis Researh Center USA; Ratvasky Thomas NASA Lewis Researb Center USA; Bernstein Ben,
National Center for Atmospheric Research, USA; McDonough, Frank, National Center for Atmospheric Research, USA;
Strapp,J. Walter, Atmosphert Environmern Service CanadaJan 1998 24p; In Englishy 36th; Aerospace Sciences Meeting
andExhibit, 12-15 Jan 1998 Reng NV, USA; Sponsore by American Inst of Aeronautis and AstronauticsUSA
Contract(s)/Grant(s): FOP 548-20-23
ReportNo.(s): NASA/TM-1998-206620; E1D54; NAS1.15:206620; AIAA Paper 98-0577; No Copyrightial: CASI; A03,
Hardcopy;A01, Microfiche

During the winter of 1996-1997, a flight research program was conducted at the NASA-Lewis Research Center to study the
characteristicef Supercooled Lae Droplets (SLD) within the Great Lakes region. This flight program was a j&nt leétween
the National Aeronautics and Space Administration (NASA), the National Center for Atmospheric Research (NCAR), and the
Federal Aviation Administration (FAA). Based on weather forecasts and real-time in-flight guidance provided by NCAR, the
NASA-Lewis Icing Researckircraft was flown to locations where conditions were believed to be conducive to the formation
of Supercooled Lae Droplets aloft. Onboard instrumentation was then used to record meteorological, ice accretion, and aero-
performancecharacteristics encountered during the flightotal of 29 icing research flights were conducted, during which-"con
ventional” small droplet icing, SLD, and mixed phase conditions were encountered aloft. This paper will describe how flight
operationsvere conducted, provide an operational summary of the flights, present selgmechental results from one typical
researchlight, and conclude with practical "lessons learned” from this first year of operation.
Author
Aircraft Icing; Ice Formation; Realiifhe Operation; Reseeh Pojects

19980016827National Tansportation Safety Bogrivashington, DC USA
Annual Review of Aircraft Accident Data. U.S. Air Carrier Operations, Calendar Year 1994
Sep. 18, 1996; 73p; In English
Report No.(s): PB96-145180; NTSB/ARC-96/01; No CopyrightiA CASI; A04, Hardcopy; A01, Microfiche

Thepublication presents the recordasfiation accidents involving revenue operations of U.S. Air Carriers including Com
muterAir Carriers and On Demarfdr Taxis for calendar year 1994. The report is divided into three major sections according
to the federal regulations under which the flight wasducted - 14 CFR 121, Scheduled 14 CFR 135, or Nonscheduled 14 CFR
135.1n each section of the report tables are presented to describe the losses and charactE9B4iecoidents to enable compari
sonwith prior years.
NTIS
Air Transportation; Aicraft Accidents; General\Aation Aircraft

04
AIRCRAFT COMMUNICATIONS AND NAVIGATION

Includes digital and voice communication with aircraft; air navigation systems (satellite and ground based), and air traffic control.

19980012662
Multilevel organization design: The case of the air traffic contl
Vanderhaegen, F., Universite de Valenciennes et du Hainaut-Cambresis, France; Control Engineering Practice; March, 1997;
ISSN0967-0661; ¥lume 5, no. 3, pp. 391-399; In English; Copyrightaik Issuing Activity

This paper presents a multilevel human-machimgoization study based on the working position concept. A methodology
for designing this kind of system is proposed. The resultiggrozation is then described as a complex communication network
between the human and technical control systems of each working position. Thisgtolralnicative system representation
is illustrated for the highly cooperative air fiafcontrol oganization. Finallythe impact of new air tri€ control tools is dis
cussedhrough experimental and field studies.
Author (EI)
Air Traffic Contol; Man Machine Systems; Active CaitDistributed Parameter Systems; Humactors Engineering; Con
trol Systems Design



19980014530Virginia Transportation Research Counéiharlottesville, X USA
Case Studies in Collecting Highway Inventory Data with the Global Positioning Systerfinal Report
Brich, S. C., \irginia Transportation Research Council, USA; Fitch, G. Mrgiia Transportation Research Council, USA; May
1996;79p; In English
Report No.(s): PB96-178868; VTRC-96-R34; CopyrigheiVéd; Avail: CASI; A05, Hardcopy; A01, Microfiche
A number of state departments of transportation, including itiggnia Department of fansportation (VDOT), ardevelop
ing a geographic information system (GIS) to integrate data and conduct more elaborate analyses that will improve their decision-
makingcapabilities. Research is currently being conducted atith@l Transportation Research Council to deternsiome
of the problems associated with the implementation of this relatively new and evolving techibiggllection and develep
mentof the data sets required to drive the GIS have been identified as two ofjthst Expenses associated with GIS implementa
tion. Thisresearch looked at the feasibility of using the Global Positioning System (GPS) to collect some of the locational and
attribute data required to run VDGIGIS.
NTIS
Geographic Information Systems; Planning; Highways; Inventoriessportation

19980015335Washington Uniy Seattle, W USA
Automatic Transit Location System Final Report
Dailey, D. J, Washingtm Univ., USA; Haselkorn M. P, Washingta Univ., USA; Guiberson K., Washingtm Univ., USA;
Lin, P. J, Washingtem Univ., USA; Feb. 1996; 55p; In English
Report No.(s): PB96-168836; No Copyrighyjal: CASI; A04, Hardcopy; A01, Microfiche

This project provides a state-of-the-art review dML.Aechnologies which highlights King County METR@ansits A/L
System.This project further demonstrated the use of real-time transit information derived from the Mlesgstéem to produce
a prototypical display of real-time transit coach locations suitable for wide area AdvaasedeT Information (AIS) use. This
projectdemonstratethe viability of combining multi-agency data withfdifent technology roots in a single development-envi
ronmentthat encourages interagency collaboration in the creation of ITS applications and services. This was accomplished in a
rich and flexible development environment, created at the Universijashington and used to leverage a proprietafly sys
temto a public AIS prototype.
NTIS
Navigation; EBchnologies; Realihe Operation; Pototypes; Position (Location); Automatedhiiisit \&hicles

19980015370SRI International CorpMenlo Park, CA USA
Precursor Systems Analyses of Automated Highway Systems. Carrier Phase GPS for AH&hitle Control: Resource Mat-
erials Final Report Sep. 1993 - No\1994
Galijan, R. C., SRI International Corp., USA; Jan. 1996; 55p; In English
Contract(s)/Grant(s): DTFH61-93-C-00047
Report No.(s): PB96-168778; No Copyrighyjal: CASI; A04, Hardcopy; A01, Microfiche

This report describs theesults of a PSA contract awarded to SRI International to analyze applications of advanced Global
PositioningSystem (GPS) measurement techniques to provide data for lateral and longitudinal controveh&lS. The re
portincludes: (1) a reviewf control sensor requirements suggested by other PSA contractors and AHS researchers; (2) an indepth
discussiorof GPS principles of operation, advanced techniques for achieving extremely accurate GPS positioning and velocity
data,and techniques for augmenting GPS to provide continuous high-accuracy data; (3) current and expected GPS capabilities
andperformance; (4) a review of other proposed sensor types for providing lateral and longitudinal control data; (5) a description
of a notional architecture and operation of an AkSrporatingGPS; and (6) a preliminary evaluation by SRI of GPS operation
in a typical AHS roadway environment.
NTIS
Global Positioning System; Lateral Cooltr Automatic Contol; Highways

19980015386RE/SPEC, In¢.Rapid City SD USA
Location Referencing System to Support Data IntegrationExecutive Summary
Vogt, T. J., RE/SPEC, Inc., USA; Svalstad, D. K., RE/SPEC, Inc., USA; Chidslar, RE/SPEC, Inc., USA; CoopErF, Cooper
TechnologyUSA; May 1997; 21p; In English
Report No.(s): PB97-179493; RSI-0771-ES; No CopyrighgilACASI; A03, Hardcopy; A01, Microfiche

An investigation of South Dakota Department of Transportation (SDDOT) location referencing practices and procedures
identifiedthe functional requirements of and specific changes that should be implemented to establish a standardf&rcation



encing system that will address SDDOT data integration needs. Critical elements of the proposed location referencing system
include a relational database to enhance data access and data management capabilities, coordinate transformation interfaces
enable integration of data from diverse referencing systems, and time data attribute to enable historical data management. The
studyidentified 13 discrete location referencing systemssig, provided insight on data sharing needs and uses of locatien-refer
encedata, and provided a basis for recommened changes that should be implemented to address SDDOT data integration need:
Implementation alternatives were investigated, and a recommended implementation strategy was defined. A relational DBMS
wasidentified as the preferred DBMS based on comparative analysgstef functionality and life cycle cost and SDDOT insti

tutional constraints.

NTIS

Coordinate Tansformations; Data Integration; Data Management; Functional Design Specificatt®iational Data Bases;

Systems Integration;ransportation

19980016370Mitre Corp, McLean, VA USA
Time Division Multiple Access (TDMA) System Description: A One-Step Apprach to the Future VHF A/G System
Moody, J. C., Mitre Corp., USA; Mafi994; 79p; In English
Report No.(s): AD-A324588; No CopyrightyAil: CASI; A05, Hardcopy; A01, Microfiche

The current very high frequency (VHF) air/ground (A/G) communication system is based on Double Sideband Amplitude
Modulationat a channel spacing of 25 kilohertz (kH2Zhmmunications within this band for air fiafcontrol communications
is now almost entirely by voice. The system is approaching capacity in the high traffic density areas of Europe resulting in the
needfor a new more spectrumfieient radio architecture. European States favor trangitiam analog channel split system. This
paperdescribes an alternative approach wherein transition would proceed divextljgital system. This digital system is based
on a time division multiple acce§§DMA) approach that maintains the current 25 kHz channelization. This alternative approach
emphasizesear term implementation of the voice function with data link functionality to follow later
DTIC
Air Traffic Contol; Amplitude Modulation; Digital Systems; Highdguencies; Systems Engineeringnd DivisionMultiple
Access; ¥ry High Fiequencies

19980016582Draper (Charles Stark) Lab., InBirector Guidance &chnology CentelCambridge, MA USA
High Integrity Global Pr ecision Navigation Systems
Schmidt, George T., Draper (Charles Stark) Lab., Inc., US#yrieé Aerospace Technology in the Service of the Alliance;
Dec.1997; Volume 2 16p; In English; Also announce as 1998001657 1Copyright Waived Avail: CASI; A03, Hardcopy;
A02, Microfiche

This paper will focus on the technology trends for (1) inertial sensors, (2) GPS accuracies, and (3) integrated GPS/INS sys
tems,including considerations of jamming, for military platforms and weapons, that will lead to the high integgitgeter aceu
racy global precision navigation systems of the future. For inertial sensors, trend-setting sensor technologies applicable to military
systemsawill be described. They are: fibeptic gyros, silicon micromechanical gyros, resonating beam accelerometers,-and sili
conmicromechanical accelerometers. A vision of the inesgalsor instrument field, and inertial systems for military applications
for the next few decades will be given. GPS specified and observed current accuracies will be described, as well as, planned accura
cy improvements due to various stages of tHe3E implementation, intesatellite rangingand "all-in-view” tracking. Uses of
relativeand diferential GPS will be discussed. The trend towards tightly-coupled GPS/INS, where boémdaderier tracking
loops are aided witmertial sensor information, will be described and the gjisic benefits explored. Some examples of the
effects of jamming will be described and expected technology trends to improve system anti-jam capability will be presented.
Author
Global Positioning System; Inertial Navigation; Jamming; @opes; Military &hnology; Inertial Platforms

19980016856Purdue Uniy School of Civil EngineeringMest Lafayette, IN USA
Use of GPS to Enhance Mapping by PhotogrammetryFinal Report
FeeneyRobert, Purdue UnivUSA, Bethel, James, Purdue UnWMSA; vanGelderBoudewijn, Purdue UnivUSA; Johnson,
Steve, Purdue UnivUSA; May 14, 1996; 89p; In English
Contract(s)/Grant(s): Proj. C-36-72B
Report No.(s): PB96-183678; FHAIN/JHRP-95/6; No Copyright; ¥ail: CASI; A05, Hardcopy; A01, Microfiche
Purdueentered into a research project with the Indiana Departmemnan$gortation (INDOT) to investigate the usez®S
for their photogrammetric projects. This research addressed system operation, calibration, and coordinate accuracy questions
This project implemented and tested GPS equipment and procedures using the INDOT Cessha 206 airplane, and a Wild RC-€



aerialcamera, and borrowed (from the manufacturer) GPS receiving equipment. The camera calibration report contains the cali
bratedfocal length, the radial distortion, the coordinates of the principal points, and the fiducial coordinates.

NTIS

Photogrammetry; Aerial Photography; Global Positioning System; Cameras

05
AIRCRAFT DESIGN, TESTING AND PERFORMANCE

Includes aircraft simulation technology.

19980012711European Qyanization for the Safety of Air NavigatipExperimental Center, Bretigny-sGrge, France
Model Accuracy Report for the Base of Aicraft Data (BADA), Jul. 1994 - Dec. 1996
Bos, A., European @anization for the Safety of Air Navigation, France; Dec. 1996; 67p; In English
Report No.(s): PB97-140818; EEC-NOTE-29/96; Copyrighivad; Avail: CASI; A04, Hardcopy; A01, Microfiche
An overview is given of the accuracy of 30 aircraft models that have been deviepfreziBase of Aircraft Data (BADA)
overthe last 2.5 years. The accuracy for both the aircraft trajectories and the fuel consumption is presented in relationto the refer
encedata that was used.
NTIS
Accuracy; Aicraft Models; Root-Mean-SquaErrors; General Overviews

19980012718Eurocontrol Experimental CenfrBretigny France
Air craft Performance Summary Tables for the Base of Aicraft Data (BADA). Revision 2.5
Bos, A., Eurocontrol Experimental Centre, France; Jan. 1997; 85p; In English
Report No.(s): PB97-140834; EEC/NOTE-3/97; Copyrigliwd; Avail: CASI; A05, Hardcopy; A01, Microfiche
A set of aircraft performance summary tables are presented for the 69 aircraft types modeled by the Base of Aircraft Data
(BADA) Revision 2.5. For each aircraft type, fherformance tables specify the true air speed, rate of climb/descent and fuel flow
for conditions of climb, cruise and descent at various flight levels, The performance figures contained within the tables are calcu
latedbased on a total-ergyr model and BADA 2.5 performance cheents.
NTIS
Aircraft Performance; Climbing Flight; Agraft Models; Flight Characteristics; Fuel Flow; Airspeed

19980013922Naval Postgraduate SchpMonterey CA USA
Classification Analysis of \ibration Data fr om SH-60B Helicopter Tansmission Test Facility
Rovenstine, Michael J., Naval Postgraduate School, USA;1987; 63p; In English
Report No.(s): AD-A331684; No CopyrightyAil: CASI; A04, Hardcopy; A01, Microfiche

Healthand Usage Monitoring Systems (HUMS) is an agimgr technology irhelicopter aviation. The USA Navy is evaluat
ing its viability for use on its helicopter fleet. HUMS uses sensors placed throughout the helicopter to monitor and record vibration
signalsand numerous other aircraft operating parameters. This thesis evaluates the vibration signals readitdddSgystem
usinga statistical technique called tree structured classification. The goal of the analysis is to demonstrate thesteddilitigue’
to predict the presence of faulted components in the transmission of the SH-60B autonomously operated in a Helisopier T
sionTest Facility at Naval Air \&rfare CenterTrenton,New JerseyThe analysis is implemented in the statistical software-pack
ageS-plus (Mathsoft Inc., 1995).
DTIC
Helicopters; Vbration; Health; \ability

19980014100European Organization for the Safety of Air Navigation, Eurocontrol Experimental Centre, Bretigny-sur-Orge,
France
User Manual for the Base of Aircraft Data (BADA), Feb. 1996 - Jan. 1997
Bos, A., European @ganization for the Safety of Air Navigation, France; Jan. 1997; 90p; In English
Report No.(s): PB97-140842; EEC/NOTE-1/97; Copyrigliwd; Avail: CASI; A05, Hardcopy; A01, Microfiche
The Base of Aircraft Data (BADA) provides a set of AS@lés containing performance and operating procedurdicisafts
for 165 diferent aircraft types. The cdigfents include those used to calculate thrust, drag and fuel flow and those used to specify
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nominalcruise, climb and descent speeds. User Manual for Revision 2.5 of BADA provides definitions of each dfitientoef
andthen explains the file formats. Instructions for remotely accessing the files via Internet are also given.

NTIS

User Manuals (Computer Bgrams); Aeodynamic Coefficients

19980015155NERAC, Inc, Tolland, CT USA
Drag Reduction Devices for Aicraft (Latest Citations from the Aerospace Database)
Feb. 1996; In English; Page count unavailable
ReportNo.(s): PB96-863576; NASA/TM-96-206791; NAS 1.26:206790; Copyrighit/@d; Avail: Issuing Activity (Natl Bch-
nical Information Service (NTIS)), Microfiche

The bibliography contains citations concerning the modeling, application, testing, and development of drag reduction devices
for aircraft. Slots, flaps, fences, d@-eddy breakup (LEBU) devices, vortex generators and turbines, Helmholtz resonators, and
wingletsare amonghe devices discussed. Contour shaping to ensure laminactiawol boundary layer transition, or minimize
turbulences also coveredApplications include the wings, nacelles, fuselage, empennage, and externals of aircraft designed for
high-lift, subsonic, or supersonic operation. The design, testing, and developmieattidnal grooves, commonly called riblets,
arecovered in a separate bibliograg@ontains 50-250 citations and includes a subject term index and title list.)
NTIS
Bibliographies; Drag Reduction; Aedynamic Drag; Aicraft Structues

19980015162Eurocontrol Experimental CenfrBretigny France
Equivalences Report for the Base of Arraft Data (BADA)
Boz, A., Eurocontrol Experimental Centre, France; Dec. 1996; 37p; In English
Report No.(s): PB97-141212; EEC/NOTE-30/96-Rev; Copyrighivéd; Avail: CASI; A03, Hardcopy; A01, Microfiche
TheBase of Aircraft Data (BADA) provides a set of AS@lés containing performance and operating procedurdicisafts
for 69 differentaircraft types. These are the so-called directly supported models. Besides these 69 aircraft models, there are an
additional96 models that are considered to be equivalent to one of these directly supported models. This report gives an overview
of the equivalences added to BADA since the release of the previous version of BADA (2.4).
NTIS
Coefficients; Equivalence

19980015164Air War Coll, Maxwell AFB, AL USA
The F-22: The Right Fighter for the Twenty-First Century?
Costigan, Michael J., Air Af Coll., USA; Aug. 1997; 20p; In English
Report No.(s): AD-A331333; No CopyrightyAil: CASI; A03, Hardcopy; A01, Microfiche

The Quadrennial Defense Review 197 may have refafmed the need for all three major aircraft modernization programs
the F-22, F/A-18E/Fand Joint Strike Fighter but the debatéaifrom over The F-22, the most expensive of the three programs,
stands out as a lucrative target for budget cutters. Critics are quick to point out that the F-22 was designed during the cold war
to defend the North Atlanticr&aty Oganization airspace against thanaw Pact numerical superiorityVith the cold war long
overand the SovietJnion re legated to histarynany experts question whether the F-22 is still necesHagy point to the US#
overwhelmingdominance in th@ersian Gulf \@r using F-I5Cs as evidence. F-22 proponents counter that the world is still a very
dangerous place, and the USA needs the F-2Rgare air superiorityn this study Lt. Col. Michael J. Costigan, USAd&kes
acritical look at the F-22 and its role in our military strategy in the twenty-first cemlihough the Soviet Union is gone, the
USA may well face regional adversaries who will enjoy numerical superiority while the USA deploys its forces. Use of chemical
or biological weapons could slow our deployment considerably while forcing other friendly assets in theater to disperse, further
limiting their efectivenessln this scenario, the gmment for the F-22 becomes more compelling. Its innovative technologies pro
vide the F-22 with supercruise, stealth, and integrated avionics, and enable it to guarantee the air superiority so neicessary to
ry.
DTIC
Airspace; Aionics;Military Operations; North Atlantic fieaty Oganization (NAQ); Persian Gulf; Politics; \&rfare; F-22 Air
craft
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19980015220NERAC, Inc, Tolland, CT USA
National Aerospace Plane Thermal Development. (Latest Citationsdm the Aerospace Database)
Mar. 1996; In English; Page count unavailable.
ReportNo.(s): NASA/TM-96-206845; NAS 1.15:206845; PB96-864210; Copyrighiv®d; Avail: Issuing Activity (Natl Bch-
nical Information Service (NTIS)); US Sales Onlicrofiche
The bibliography containsitations concerning thermal properties of the National Aerospace Plane (NASP). Analysis of ther
mal stress, and methods for determining thernfatef on the plans’supersonic structure are discussed. The citations also review
temperatur@xtremes that the vehidelikely to encounter(Contains 50-250 citations and includes a subject term index and title
list.)
NTIS
Bibliographies;Thermal Stesses; Sess Analysis; Aespace Planes

19980015616Applied Research Associates, |rigaleigh, NC USA
Interface-Driven Multidisciplinary Design of Large-Scale Aircraft Structur es Final Report 2 Dec. 1995 - 1 Dec. 1996
Oakley,David R., Applied Research Associates;., USA; Rhodes, Graham S., Applied Research Associates, Inc., USA; Kruger
Lonny B., Applied Research Associates, Inc., USA; Feb. 1997; 42p; In English
Contract(s)/Grant(s): F33615-96-C-3206; AF Proj. 3005
Report No.(s): AD-A330548; WL-TR-97-3078; No Copyrightjafl: CASI; A03, Hardcopy; A01, Microfiche

Thisreport presents Phase | researctieeelop an Interface-Driven Design Manager (IDM) that greatly reduces the design
cycletime for afordable composite aircraft. The IDM represents a first attéonfoilly integrate powerful new interface element
and3-D interactive graphics technology into a single design environment to automate the assembly and analysis of multicompon
entglobal-local models for fastemore accurate composite airframe design. Thesegémgelechnologies have the potential for
makingmultidisciplinary design optimization of lge-scale composite structures practical and for providing new leveésigh
automatiorthat are currently not possible. The IDM provides a graphical environment for rapidly assembling global-local models,
aswell as other complex multicomponent airframe models, from pre-mestoet” components stored in a relational database,
without concern for mesh compatibilitfhe IDM enableshe designer to automatically insert components or regions with a highly
refinedmesh into the coarse mesh of a global model using interface elements. This provides two substantial benefits: (1) detailed
local models can be used without remeshing the entire strutiemeby substantially reducing the associated engineering cost;
and(2) higheraccuracy can be achieved in critical regions without substantial increases in computational cost. Both of these bene
fits make it practical to use high&delity models earlier in the design cycle so that primary structures which are truly optimized
for the application of &rdable composites are achieved.
DTIC
Composite Materials; Composite Structures; Computational Grids; Computer Graphics; Multidisciplinary Design Optimiza-
tion; Relational Data Bases

19980016012Department of the Nayyashington, DC USA
Neural Network Based Method for Estimating Helicopter Low Airspeed
SchaeferCarl G., Jr, Inventor Department of the NayWSA; HaasDavid J., InventqgrDepartment of the NayWSA; McCool,
Kelly M., Inventor Department of the NayySA; Oct. 24, 1996; 40p; In English
ReportNo.(s): AD-D018622; No Copyright;\ail: Issuing Activity (Defensedchnical Information Center (DTIC)), Microfiche
The present invention relates generally to virtual sensors and, more particularly, to a means and method utilizing a neural
networkfor estimating helicopter airspeed at speeds below about 50 knots using only fixed system parameters (i.e., parameters
measuredr determined in a reference frame fixed relative to the helicopter fuselage) as inputs to the neural network.
DTIC
Patent Applications; Neural Nets; Airspeed

19980016091National Defense Industrial Associatigkrlington, VA USA
Enhancing Aircraft Survivability: A V ulnerability Perspective, \blume 1
Oct. 21, 1997; 736p; In English; presented at NSIA Aircraft Survivability Symposium, Mon@Xe21-23 Oct 97.
Report No.(s): AD-A331602; No Copyrightyail: CASI; A99, Hardcopy; A06, Microfiche

Thesepapes were resentd a the NSIA Aircraft Survivability Symposium Some d the topics include Aircraft Vul-
nerability: A Survey of Combat and Peacetime Experience; A Historyhef Survivability Design of Military Aircraft; Airline
Safetyand Security: An International Perspective; Overview of Structural DanwgeamceHistory and Tends; Enhancing Sur

12



vivability - an Air Force Perspective; Aircraft Fire Safety; Alternatives to Halon: A Status RBptaticing Survivability Attrib
utes:and The Cost of Mission Success and numerous other topics.

DTIC

Aircraft Survivability; Aicraft Design; Aicraft Safety

19980016129National Aerospace LabAmsterdam, Netherlands
Review of Aeronautical Fatigue Investigations in the Netherlands during the Period Marh 1993 - Maich 1995
deJonge). B., Editor National Aerospace Lab., Netherlands; 1997; 48jEnglish; 24th; ICAF Conference, 1-2 May 1995, Mel
bourne Australia
Report No.(s): PB97-178883; NLR-TP-95102-U; No Copyrigh&ilA CASI; A03, Hardcopy; A01, Microfiche
A brief review is given of work performed in the Netherlands in the field of aeronautical fatigue. Where possible, applicable
referencesre presented.
NTIS
Airframe Materials; Fatigue (Materials); Laminates

19980016574Science Applications International CarplcLean, \A USA
Unmanned Tactical Aircraft: A Radically New Tactical Air Vehicle and Mission Concept
GardnerPat, Science Applications International Corp., USA; Fui@mspace @chnology in the Service of the Alliance; Dec.
1997;Volume 2; 12p; In EnglishAlso announce as 1998001657 1Copyright Waived Avail: CASI; A03, Hardcopy;A02,
Microfiche

Unmannedactical Aircraft (UT) is a complete aipower system which enables a general purpose high performance aircraft
to perform a full range of lethal missions withdle physical presence of a pilot in the aircraft. The system allows the pilot to
bevirtually present, so that his moral and tactical judgment are retained without exposing him to capture ar\Wéhkoaltthe
pilot, the airvehicle will be optimized for a combination of performance afat@dibility and can be much less complex and ex
pensivethan a comparable manned vehicle AdWill be efective in a variety of missions in conflict situations but need not be
flown in peacetime beyond minimum maintenance needs; training and mission rehearsal will be done using simulations with the
actualvirtual pilot interfacen the loop. This concept will enable unprecedentémtddbility in the system. Current estimates are
up to 40%reduction in acquisition cost and 50% reduction in operations and support cost. A mix of manned aircratnd UT
both exploiting the emerging information architecture for targeting and control provides a distinct new option for national air
forces which may be unable to afford a "full” force structure of manned aircraft in the constrained budget environments of the
future.
Author
PilotlessAircraft; Fighter Aircraft; Remotely Pilotedehicles; Military Operations; Agraft Design; Human-Computer Interface

19980016775Technische Uniy Faculty of Aerospace Engineerjrigelft, Netherlands
Optimization of Balanced Field Length Performance of Multi-Engine Helicopters
Muenninghof, N., Technische Uniy Netherlands; Jun. 1997; 184p; In English
Report No.(s): PB97-208326; M-794; No Copyrighta#: CASI; A09, Hardcopy; A02, Microfiche

Themain objective of the study is to develop a tool that computes complete trajectories, addressing the rEf@ctend] (R
continued (CTO) flight simultaneously and including the all-engines-operating phase, so that complete balanced field lengths
(BFL) may be optimized directlyrhe attention is focused on the optimization of Category A runway fakgerfations of multi-
enginehelicopters according toAR Part 29. For this purpose, a direct optimization method, basdidanetization using colloea
tion, is applied. First, the results of some helicopter takeqtfmizations from earlier studiegere reproduced using the direct
collocationmethod, using two software packages, DOVRNCRand XgesopThen, an optimization system was developed, using
the software package XGesofin alternative optimization system was developed as well, that handles both continueé take-of
andrejected take-6fn a more dicient way so that computation time is reduced and the achievable accm@epased. A study
on aerodynamic helicopter models has also been conducted, to determine an adequate model as a statitige paptitnization
systemspossibilities for modifications are also indicated. For the balanced field length optimizations conducted in ttds study
two-dimensionapoint-mass model including rotor rotational dynamics was used as aerodynamic model.
NTIS
ApplicationsPrograms (Computers); Helicopter Coolr Aircraft Models; Tajectory Optimization; Computerized Simulation;
NonlinearProgramming
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19980016779Vought Corp, Dallas, TX USA
Development of Pobabilistic Design Methodology for Composite Structues Final Report Jan. - Dec. 1994
Gary, P M., Vought Corp., USA; Riskalla, M. G. ddght Corp., USA; Aug. 1997; 95p; In English
Report No.(s): PB98-102007; Rept-2-51200/5R-003; No Copyrightil:ACASI; A05, Hardcopy; A01, Microfiche

The objective of the report is to summarize current efforts pertaining to probabilistic analysis of composite structures, de-
scribethe NorthropGrumman Commercial Aircraft Division (NGCAD) composite probabilistic analysis methodalogy an
exampleapplication using the NGCAD approach, and list the type and frequency of typical operations damage to composite com
ponentsThe following sections of the report contain a review of three unique industry composite structural probabilistic design
methodsan overview and example application (Lear Fan 2100 wing) of the NGCAD methodahabg summary of mainte
nance information (operational damage) obtained from visits to commercial airline and military composite repair facilities.
NTIS
CommercialAircraft; Composite Materials; Composite Struasy Grumman Agraft; Northrop Aircraft; Structural Analysis;
StructuralDesign; Vihgs

06
AIRCRAFT INSTRUMENTATION

Includes cockpit and cabin display devices; and flight instruments.

19980012661
Perception of flight information fr om EFIS displays
Hosman, R. J. A. W.,, Delft Univ. of Technology, Netherlands; Mulder, M.; Control Engineering Practice; March, 1997; ISSN
0967-0661Molume 5, no. 3, pp. 383-390; In English; Copyrightaik Issuing Activity

A pilot’s perception of variables presented on the Electronic Flight Instrument System, EFIS, was investigated. A stimulus
responseechnique was used to determine the accuracy and speed of the perception process. by varying thinexpdshee
stimuli, it is shown that the perception of a variablgiagnitude is faster and more accurate than the perception of the fast deriva
tive or rate of that variable. Results of experiments on roll and pitch attitude perception, the influence of scale division, and the
perceptiorof the indicated airspeed, are shown.
Author (EI)
Display Devices; Flight Instruments;vfonics; Human-Computer Interface; Man Machine Systems; Human Factors Engineering

19980015435Newcastle-uponyine Univ, Dept. of Computing SciencBlewcastle, UK
Information Structur es for Traceability for Dependable Asionic Systems
Pearson, S., Newcastle-upopr€ Univ, UK; Saeed, A., Newcastle-upogsie Univ, UK; Jan. 1997; 28p; In English
Report No.(s): PB97-140958; TRS-567; Copyriglaived; Avail: CASI; A03, Hardcopy; AO1, Microfiche
In this paperwe present a traceability procedure applicable to the development of dependable avionic systems. The procedure
wasdeveloped by customizing a set of generic information structures that support the recording and manipulation of design ratio
nale. The customization process was directed by an exposition of development practices for dependable avionic systems, in terms
of a set of complementary models of a development context. to examinéetttevehesof the procedure and guide further work,
acase study based on a high-integrity flight control subsystem is employed.
NTIS
Avionics; Contol Systems Design; Contlers; Flight Contol

19980016583Sextant Aionique Velizy-Villacoublay France
Impact of New Information Technology and Micio-Techniques on Aionics Functions and Structues
Loise,Dominique, Sextantvionique, France; Lacroix, Jean-Palihomson-CSH-rance; Future Aerospacechnology in the
Serviceof the Alliance; Dec. 199&/olume 2; 6p; In English; Also announced as 19980016571; Copyrigived! Avail: CASI;
A02, Hardcopy; A02, Microfiche

Theavionicsfunctions of the 70s and 80s had a growth rate of their embedded processing resources consistent with the prog
ress pace of the semiconductors technology. The avionics functions designed in the early 90’s were impacted by information
technology.CC and availability requirements; they are enlightened by the shift from federated to integrated avionics architec
tures.The micro-techniques, which allow to combaralog sensing and/or actuating with local processing and communication
resourcesgombined to th@ew trends of information technology in networks (client/server architectures), and the steady increase
of semi-conductors technolagyay initiate the move of the integrated avionics functtortbe distributed micro-systems. These
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micro-techniques and their application fields are briefly described and their impacts on the architecture and functions are esti-
mated.Some results come from advanced development of the Radar of the next generation, based on Active Array Antenna. Pre
liminary conclusions are that commercial technology (COTS, Software tools, digital processimgynication protocols) will

beusable; an aggregated increase of the communication requirements has to be expected from the distribution of the sensors al
overthe platform but placinthe boundaries at the wrong place while distributing the system may actually worsen the communica
tion issues, as some management and fusimmgolidation processing resources will have to remain centralized, notwithstanding
potential exchanges between the distributed elements. These communication constraints, together with the cooling and powet
supplydistribution issues, remain challenges that the avionics community would have to solve by itself.

Author

Information Systems; Avionicsedhnology Assessment; Mdarstrumentation; Semiconductor Devices;chaft Instruments;
RadarDetection

07
AIRCRAFT PROPULSION AND POWER

Includes prime propulsion systems and systems components, e.g., gas turbine engines and compressors,; and onboard auxiliary
power plants for aircraft.

19980015500
Refractory metal-intermetallic in-situ composites for aicraft engines
Bewlay, B. P.; Lewandowksi, J. J.; Jackson, M. R.; JOM; August, 1997; ISSN 1047-4838; Volume 49, no. 8, pp. 44-45, 67; In
English;Copyright; Avail: Issuing Activity

Therehas been substantial progress in the development of properties in high-temperature in-situ compositesldsting the
five years. For example, fracture-toughness values in excess of 20 MParsquafen have been reported in silicide-based-com
positestoughened by niobium-based metallic solid solutions. These composites also have oxidation resistances dindsupture
comparableo those of single-crystal superalloys for temperatures up to 1,150 C. In this article, fracture toughness, chadation
acteristicshigh-temperature mechanical behayand low-temperature fatigue properties of refractory metal-intermetallic com
posites (RMICs) are described and compared to aircraft-engine fundamental material property goals for the next millennium.
Furtheravenues toward the pursuit of these goals are outlined.
Author (EI)
Aircraft Engines; Refractory Metals; Metal Matrix Composites; Intermetallicsraft Construction Materials

19980015644lllinois Inst. of Tech, Dept. of Mechanics Mechanical and Aerospace Engineetinigago, IL USA
Active Control of Supersonic Jet Sazech Using MEMS Final Report 15 Jun. 1996 - 14 Jun. 1997
Naguib,Ahmed, lllinois Inst. of €ch., USA; Nagib, Hassan, lllinois Insf. Tech., USA; AlnajjarEmad, lllinois Inst. of &ch.,
USA,; Christophorou, C., lllinois Inst. oféeEh., USA; Najafi, Khalil, lllinois Inst. of @ch., USA; Sep. 1997; 8p; In English
Contract(s)/Grant(s): F49620-96-1-0293
Report No.(s): AD-A330573; AFOSR-97-0517TR; No Copyrightaik CASI; A02, Hardcopy; A01, Microfiche

The primary objective of this research is to investigate the usability of mechanical actuators, manufactured using MEMS
technologyjn the control of high-speed, compressible free shear flows. Appropriate development of MEMS-based actuators for
flow control applicationsnust address two issues: (1) the ability of the micron-size amplitude and forces of the MEMS devices
to afect lagerscale flows with orders of magnitude higher gyeand (2) the survivability of the fairly fragile actuators when
theyare exposed to the flow in which they are embedded. Therefore, the current investigation is aimed at testing MEMS actuators
for the purpose of controlling supersonic jet screech. For this application, the high-speed, highly-unsteady nature of the flow dur
ing screech provides a reasonably harsh environment for testing the survivability of the actuators. Furthermore, the shear layer
surroundinghe jet at its exit is known to be highly unstable to minute disturbances in the vicinity of the lip of the jet, and hence
it is anticipated that the micron-size disturbances introduced by the MEMS actuators will be amplified through the shear layer
instability mechanisms to produce d@r scale décts on the jet itself.
DTIC
Shear Flow; Shear Layers; SounéW#s; Supersonic Jet Flow; Unsteady Flow
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19980016714Boeing Commercial Airplane CdSeattle, VW USA
Engine Case Externals Challenges and Opportunities
Miller, Mike, Boeing Commercial Airplane Co., USA; Seals/Secondary Flows Workshop 1996; Oct. 1997; Volume 2, pp.
477-500;In English; Also announcel as 199800167120riginal contairs alor illustrations No Copyright Avail: Issuing
Activity (R and T Directorate, Lews Researb Center Cleveland OH 44135, Hardcopy Microfiche

The paper discusses opportunities and challenges as they apply to engine externals in general and cowling seals, componen
cooling, fire extinguishing and 700 deg wiring in particular. The conclusions reached from the discussion are that the research
communityneeds to review the opportunities for improvements outside the engine case. Airframers are meeting the challenges
with expensive test and development programs and analysis capability improvement will benefit the industry
CASI
Cowlings; Fire Extinguishers; Wing; Seals (Stoppers); Leakage; Air Cooling; Engine Parts

19980016716NASA Lewis Research Centé&leveland, OH USA
Numerical Propulsion System Simulation
Veres, Joseph P., NASA Lewis Research Center, USA; Seals/Secondary Flows Workshop 1996; Oct. 1997; Volume 2, pp.
539-554;In English; Also announced as 19980016712; Original contains color illustrations; No Copwrajhtissuing Activi
ty (R and T Directorate, Lewis Research Cer@éeveland, OH 44135), Hardcgp¥licrofiche

The goal of NPSS is to provide a detailed system simulation for use by engine manufacturers to accurately predict perfor
mance early during design. Computer simulations are a primary tool used in the design of new turbine engines. A high fidelity
system model can quantify the performance of each engine component and its interactions with other components in a systemnr
environment. The improved predictive capability introduced into the design process can reduce the number of design and test
iterationsin an engine development program, and result in lowering the acquisition cost of engines. Improved performance predic
tive capability can also benefit the engine system by properly matching components at theffiggeakies$, which in turn can
reducethe specific fuel consumption and engine operating costs. The approach theedenelopment of NPSS is to combine
existingvalidated computer models for fluid mechanics, heat trgreferbustion, structural mechanics and other disciplines into
onelarge system of codes. The NPSS architecture is designed to run the various disciplinary codes in a common simulation envi
ronment.The computationally intensive multidisciplinary simulations are to be run on high performance parallel computing plat
forms to enable rapid affordable computations of engine aerodynamic performance and operability. NPSS is also sometimes
referredto as a "Numerical st Cell for Aerospace Propulsion Systems”.
Derived from text
EngineDesign; Systems Simulation; Computer Aided Design; Computerized SimulatioryrBiag Engines; Jet Bpulsion;
Multidisciplinary Design Optimization

19980016717NASA Lewis Research Cente&leveland, OH USA
Effects of Shiouded Stator InnerBand Cavity Flows on Multistage Axial-Flow Compressor Performance
Strazisar;Tony, Editor, NASA Lewis Research CentdySA; Seals/Secondary Flowsovishop 1996; Oct. 1997 pliume 2, pp.
555-588;In English; Also announced as 19980016712; No CopyrighailAssuingActivity (R and T Directorate, Lewis Re
searchCentey Cleveland, OH 44135), Hardcap¥licrofiche

Thefocus of the work waw investigate the &dcts that shrouded compressor stator seal cavity flows have on power stream
performanceas opposed to studying the details of the cavity flow itself. The work was performed in the NASA Lewis Low Speed
Axial Compressor (LSAC) facilitywhich is patterned after a lospeed facility used by GE Aircraft Engines. Our low speed facili
ty uses the blading design developed by GE under the NASA E3 program. The blading is representative of the rear stages of ¢
multistagemachine, so we have relatively high hub-tip radius ratio, low asgéetblading. The test compressor is a four stage
machine withan IGV The stators have representative seal cavities representative of high-pressure compressor rear stages with
a single seal tooth mounted on the rotor drum. The tip diameter is 48 inches, the hub diameter is 38.4 inches, and the tip spee
is about 200 feet per second. Several cavity configurations were investigated along with a variation in the seal tooth clearance
itself. These configurations are shown in third figure, where t is the seal clearance in inches and t/h is the seal clearance normalized
by blade span. The baseline configuration consists of a single seal tooth on the rotor drum under fithat stagoThe seal tooth
clearancdor this cavity configuration was varied by adding a shim under the seal tooth. Three levels of seal tooth clearance (0.67%
span,1.35% span, 2.02% span) wémgestigated in this mannewith the same clearance set up under each of the four stator rows.
Two additional cases were investigated - one with nearly zero seal tooth clearance and one without footring cavities.
Derived from text
Cavity Flow; Stators; p Speed; lirbocompessors; Commssor Blades; Seals (Stoppers); @ftted Trbines; Gas tirbine En
gines;Leakage
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19980016721NASA Lewis Research Cente&leveland, OH USA
Engine Structures Computational Simulation Methods
Chamis, Christos C., NASA Lewis Research Center, USA; Seals/Secondary Flows Workshop 1996; Oct. 1997; Volume 2, pp.
649-672;In English; Also announced as 19980016712; No Copyrigrdil AssuingActivity (R and T Directorate, Lewis Re
searchCentey Cleveland, OH 44135), Hardcgpylicrofiche

Selectcompute codes cevelope over the years © smulate ecific aspecs o engine gructures ae describel with typical re-
sultsto illustrae ther capability The® mdes incluce Hade impad integratednultidisciplinary analyss axd optimization progres-
sive structural fracture, quantification of uncertainties for structural reliability and risk, benefits estimation of new technology
insertionand hierarchichsimulation o engine sructures made from metd matrix and ceramc matrix compositesCollectively these
codesconstitue a uique infrastructue readines b aedibly evaluae rew and future engine gructurd conceps throughoti the ce-
velopmentcycle from initial conceptto design and fabrication to srvice performane axd maintenane and repairs and to retire-
mentfor cau® and even to possibk recycling Sated dfferently, theyprovide "virtual’ concurremengineeriny for engire gructures
total-life-cycle-cost.
Author
ConcurrentEngineering; Engine Design; Life Cycle Costs; ApplicatiorsgPams (Computers); Eor Detection Codedyulti-
disciplinary Design Optimization; Computerized Simulation; Engine Parts

08
AIRCRAFT STABILITY AND CONTROL

Includes aircraft handling qualities; piloting; flight controls; and autopilots.

19980012557Technische Uniy Delft, Netherlands
Investigation of the Total Energy Control System (TECS) Elevator Innerloop
Tump,R. S., Bchnische Uniy Netherlands; Mulded. A., 'echnische Uniy Netherlands; Aug. 1996; 173p; In English; Figures
in this document may not be legible in mic
Report No.(s): PB97-204523; No Copyrighyjal: CASI; A08, Hardcopy; A02, Microfiche

The Total Enegy Control System (TECS) is a Multi-Input-Multi-Output (MIMO) aircraft control strategy for the longitudi
nal motion. TECS consists of two parts. An airplane independent part (hamed TECS outaroogsairplane dependent part
(namedTECS innerloops). First, the Linear Quadratic Regulatory (LQR) method is applied to the design of the elevator innerloop.
LQR is a modern design method. Secondifferent elevator innerloops have been investigated, in which the pitch attitude signal
is not used. In the last part of the TECS controller is compared with a conveatibogilot - autothrottle controlleA study of
literaturehas been carried out to become familiar with the latest developments on the subject. The designs and performance com
parisonsare carriecbut using MA'LAB/Simulink. It is concluded that using the LQR method does not give advantages over clas
sicaldesign methods for designing the TECS elevator innerloop. In general, TECS surpasses conventional feedback controllers
in performance.
NTIS
Control Systems Design; Aircraft Control; Linear Quadratic Regulator; Examination; Total Energy Systems; MIMO (Control
Systems)

19980012558Technische Uniy Delft, Netherlands
Feasibility Study on the Implementation of a Given Hydraulic Servo Actuator in the Cessna Citation 2 Elevator Flight
Control System
Brozius, B. R. F., Technische Univ., Netherlands; Mulder, J. A., Technische Univ., Netherlands; Aug. 1996; 188p; In English;
Figuresin this document may not be legible in mic
Report No.(s): PB97-204515; No Copyrighyjal: CASI; A09, Hardcopy; A02, Microfiche
This repot contairs te resuls d a feasibility gudy on the implementatio of a gven hydraulic servoactuatoin parallelwith
conventional Elevator Flight Control System (EFCS) of the Cessna Citation 2. For this purpose, a nonlinear elevator model and
servoactuatomodd is cerived Frst, the performane dagran for snusoidaly movemen of the devata contrd surface with a $m-
plified elevata modd is presentedThereafterdynamic analysk o the two integratel modek follows. An autopilot is de-
signed to verify the servoactuator controller design for representative control tasks and responses on turbulence. For the
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aircraftmodel the dmilar Cessma Gtation 500 was used Simulations were done with the use o the oftware packag DAS-
MAT.

NTIS

Servomecanisms; Aicraft Contol; Elevators (Control Surfaces); Feasibility Analysis; Flight Control; Actuators; Hydraulic
Equipment

19980015422Technische Uniy Faculty of Aerospace Engineerjrigelft, Netherlands
Cessna Citation 2 Flight Bsts: Engine Modeling, Aeodynamic Model Identification and Software Development
Sridhar,J. K., Technische Uniy Netherlands; Fritschy., Technische Uniy Netherlands; HulshffS., Technische Uniy Nether
lands;Mulder, J. A., lechnische Uniy Netherlands; Jun. 1997; 205p; In English
Report No.(s): PB97-204697; No Copyrighyjal: CASI; A10, Hardcopy; A03, Microfiche

This disciplinary group of Stality and control of the Faculty of Aerospace Engineering of the Technical University in
Delftis active in a ig variety of researh fields for exampk the developmenof a Hy-by-wire Testbel and the design of a flight
simulator(SIMONA). In March 1993, the Facull of Aerospae Engineerirg (TUD/LR) togethe with the Nationd Aerospace
Laboratory(NLR) purchasd a GessnéeCitation 2. This win-jet aircraft has more o less the same flight envelope (speedsflight
altitudes)as comparel to ha of the kg drliners, like the Boeing 757. Within the dsciplinaty group of Stability and Control,
therewas cemand for accurae flight teg data of the TUD/NLR Cessra Gtation 2 Laboratoy aircraft. Flight tess were o be
performedo provide an accurat wnsteay aerodynamic model of the aircraft (for SIMONA), and to pro¥adee and trajectory
informationfor the validation of a Computational Fluid Dynamics (CFD) methods, currently under development.
NTIS
Flight Tests; Unsteady Aedynamics; Aicraft Models; Cessna Airaft; MathematicaModels; Aicraft Maneuvers; Flight Con
trol; Aircraft Contol

19980015423Technische Uniy Delft, Netherlands
Experimental Validation of the Handling Qualities Demonstrator
Bakkum,G. J. P, Technische Uniy Netherlands; MuldeM., Technische Uniy Netherlands; Mulded. A., echnische Uniy
NetherlandsJul. 1996; 142p; In English
Report No.(s): PB97-204663; No Copyrighyjal: CASI; A07, Hardcopy; A02, Microfiche

This report discusses an experimaiith the HQD, in which three evaluation pilots were subjected to a pitch angle tracking
taskfor three diferent configurations diandling qualities. The goal of the experiment was to provide an experimental validation
of the HQD software package. In Chapter 2 of this report a brief overview is presented on pilot control behavior in closed-loop
controltasks. e rext chapte serves & an introduction to the assessmetrof handling qualities A short description of the HQD
for longitudind motion is gven in Chapte 4. In Chapte 5, the tracking experimert is dscussedA pre-experimentaanalysis
of handling qualities, control behavior, and performancedsihject of Chapter 6. Results of the experiment are treated in
Chapter7. Finally, Chapte 8 gves a dscussim of the® results followed by conclusiors andrecommendationghe graduation
assignmenthat led to this report is included in Appendix E.
NTIS
ApplicationsPrograms (Computers); Bgram Vrification (Computers); Pitch (Inclination); Comitability; Aircraft Contool;
FeedbaclkContmol; Flight Control; Tracking (Position)

19980016836University of Southern Californi@ept.of Aerospace Engineeririgos Angeles, CA USA
Aerodynamic Flow vectoring of Wakes and Jets for High Lift Control Final Report 15 Jun. 1994 - 14 Jun. 1997
Redekopp, Larry G., University of Southern California, USA; Sep. 1997; 53p; In English
Contract(s)/Grant(s): F49620-94-J-0358
Report No.(s): AD-A330588; AFOSR-97-0533TR; No Copyrightaik CASI; A04, Hardcopy; A01, Microfiche
A methodology has been developed for the aerodynamic flow-vectoring control of evajets. Directional flow control
of wakes and jets has been demonstrated without requiring any mechanicalohtiteboundaries which constraint or guide
theflow. The methodology is based on global instability concepts. The key to the success of this approach is to use local suction
to suppress any global instability and then exploit symmetry considerations to produce proportional directional control of this
flow.
DTIC
JetAircraft; Aelodynamic Characteristics; Déictional Contol; Thrust \éctor Contol
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09
RESEARCH AND SUPPORT FACILITIES (AIR)

Includes airports, hangars and runways, aircraft repair and overhaul facilities; wind tunnels; shock tubes, and aircraft engine test
stands.

19980014054
Toward an independent and internationally open eseach institute
Wako, Kanji, Railway €chnical Research Inst.; Japanese Railway Engineering199ly; ISSN 0448-8938, no. 138, pp. 23;
In English; Copyright; &ail: Issuing Activity

The Railway Technical Research Institute of Japan has established itself as an independent, reliable body open to international
exchange of information. ltsfefts in research and development of MAGLEY is so advanced that they are searching to verify
thefeasibility of the commercial operation of MAGLEV train at 500 km/h with an elaborate program of tests aimed at superspeed.
In 1996, the Railway 8chnology Promotion Center waganized to cover private railways and various manufacturers. In April
of the same yeaa lage-scale wind tunnel was built and began to operate as a powerful tool to cope with noise and other aerody
namicproblems associated with Shinkansen.
El
Rail Transportation; Information Systems; ResgraFacilities; Reseah and Development; ResehrManagement; ivd Tun-
nels

19980015152General Accounting @€e, Resources, Community and Economic Development Diashington, DC USA
Report to the Subcommittee on Aviation, Committee on Transportation and Infrastructure, House of Representatives.
Airport Privatization: Issues Related to the Sale or Lease of US Comne@&l Airports
Nov. 1996; 58p; In English
Report No.(s): PB97-210355; GAO/RCED-97-3; B-271960; No CopyrighdilACASI; A04, Hardcopy; AO1, Microfiche

The possible sale or lease of commercial airports in the USA to private companies has generated considerable attention in
recentyears. Such cities as Newvork and Los Angeles have considered privatizing their airports. proponents claim that privatiza
tion would inject much needed capital into the aviation infrastructure because it would make airports more commercially oriented
and financially self-sufficient. Opponents say that local governments favor privatization as a way to divert airport revenue in-
tendedfor developing aviation infrastructure ather municipal purposes, resulting in increased costs for airlines and passengers.
The Chairman and Ranking Minority Member of the Subcommitteeeatian, House Committee orrdnsportation and Infra
structure, requested that GAO examine (1) the current extent of private sector participation at commercial airports in the USA
andforeign countries; (2) the current incentives and barriers to the sale or lease of airports; arnub{8ttzt implications for
major stakeholders, such as the passengers, airlines, and local, state, and federal governments, should airports be sold or lease
This report expands on testimony provided to the Subcommittee in February 1966.
NTIS
Airline Operations; Airports; Civil Aiation; Commegial Aircraft; Congessional Reports;ransportation; USA

19980015154NERAC, Inc, Tolland, CT USA
Supersonic Wnd Tunnels (Latest Citations flom the Aerospace Database)
Feb. 1996; In English; Page count unavailable
ReportNo.(s): PB96-863154; NASA/TM-96-206788; NAS 1.26:206788; Copyrighit/#d; Avail: Issuing Activity (Natl Bch-
nical Information Service (NTIS)), Microfiche

The bibliography contains citations concerning the design, construction, operation, performance, and use of supersonic wind
tunnels.References cover the design of flow nozzledusdrs, test sections, and ejectors for tunnels driven by compressed air
high-pressurgases, or cryogenic liquids. Methods for flow calibration, boundary layer control, local and freestream turbulence
reduction,and force measurement are discussed. Instrusive and non-intrusive instrumentation, sources of measureanent error
measuremertorrections are also covered. The citations also include the testing of inlets, nozzles,aidaither components
of aerospace vehicles that must operate supersonically. Comprehensive coverage of wind tunnel force balancing systems, an
blowdownand supersonic wind tunnels are covered in separate bibliographies.(Contains 50-250 citations and includes a subject
termindex and title list.)
NTIS
Bibliographies; Supersonic Md Tunnels
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19980015179National Instof Standards andethnology National \bluntary Lab. Accreditation Prograr@aithersbuy, MD
USA
National Voluntary Laboratory Accr editation Program 1996 Directory
White, V. R., National Inst. of Standards anechinology USA; Jan. 1996; 193p; In English
ReportNo.(s): PB96-162714; NIST/SP-810-ED-1996; No CopyrighgilA Issuing Activity (Natl Bchnical Information Ser
vice (NTIS)), Microfiche

The Directory is published annually and provides a listing of laboratories accredited by the National Institute of Standards
andTechnology NationalVoluntary Laboratory Accreditation Program (NVLAP). Approximately 700 laboratories in 19 fields
of accreditation are included in the 1996 edition. The Directory lists the name, address, contact person, phone and fax numbers.
accreditation renewal date, and scope of accreditation of each accredited labbrat@irectory contains a description of the
NVLAP program, a summary of laboratory participation, and user instructions, followed by five laboratory indexes which are
cross-referencebly NVLAP Lab Code: Index A. Listing by Laboratory Name; Index B, Listing by Field of Accreditdtidax
C, Listing by State/ Country; Index D. Listing oédting Laboratories by NVLAP Lab Code; Index E, Listing of Calibration Labo
ratoriesby NVLAP Lab Code. The Scopes of Accreditation are provided for testing and calibration laboratories in Inalekes D
E, respectivelyCurrent accreditation statuses of participating laboratories may be verified by calling or writing NVLAP
NTIS
Laboratories; Diectories; Standals

19980016143NERAC, Inc, Tolland, CT USA
Simulators in Training. (Latest Citations from the NTIS Bibliographic Database)
Feb. 1996; In English; Page count unavailable.
Report No.(s): PB96-863808; Copyrightided; Avail: Issuing Activity (Natl Bchnical Information Service (NTIS)), Micro
fiche
The bibliography contains citations concerning research on simulators and simulator technology in a broad range of training
settings Military settings are stressed. Aerial, ground, marine, and submarine operations are investigated. Simulators that allow
students to perfect procedures are described, emphasizing training for firefighting, sonar, radar, spacecraft, and sea naviga:
tion.(Containb0-250 citations and includes a subject term index and title list.)
NTIS
Bibliographies; Simulators; Computerized Simulation

11
CHEMISTRY AND MATERIALS

Includes chemistry and materials (general);, composite materials; inorganic and physical chemistry; metallic materials, nonmetallic
materials; propellants and fuels; and materials processing.

19980012946
Procedurefor calculating an intensity of the wearing of friction couples in compessor of chemical equipment
KalashnikovV. F; Khimicheskoe | Neftyanoe Mashinostroenie; May-June, 1997; ISSN (Z83+40. 3, pp. 46-47; In Russian;
Copyright; Avail: Issuing Activity

An analysis of compressor permissible wear under operation conditions is carried out ag@ppliediary and liquid opera
tion conditions of friction couples. The friction couple of sliding bearing type is considered. The relations for determining the
contactangle of friction couple are given. The contact between ideally smooth and rough surfaces is the basis of calculated proce
dure.The obtained relations are valid in all cases of unsteady regime of compressor operation or liquid lubricant violation in steady
one.
El
Friction Factor; Wear; Friction; Bearings; Comm@ssors

19980013916
Effect of anisotropy of rotor steel properties on external magnetic fields of electric machines
Volokhov, S. A., IED AN Ukrainy Ukraine; Dobrodee\R N.; Elektrotekhnika; July1997; ISSN 0013-5860, no. 7, pp. 39-43;
In Russian; Copyright; vail: Issuing Activity
Theeffect of the anisotropy of the rotor steel on external magnetic fields of electric machines has been investigated. The anal
ysisof the current value of the magnetic induction in the electric machine gap has shown that the presence of the anisotropy of
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therotor steel has resulted in the appearance in the gap of the magnetic induction time harmonics spectrum with the multiplicity
higher and lower the fundamental harmonic. This has led to the appearance in the external magnetic field of an electric machine
the spatial harmonics of different frequency. The greatest effect of the rotor steel anisotropy has manifested on the level of the
externalfield of six-pole electric machines.

El

Magnetic Fields; Magnetic Induction; Steels; Magnetic Materials; Etentrchanical Devices; Rotors

19980013930Virginia Univ, School of Engineering and Applied ScienCéarlottesville, YA USA
NASA-UVa Light Aer ospace Alloy and Structue Technology Pogram Supplement: Aluminum-Based Materials for High
SpeedAircraft Final Report 1 Jan. 1992 - 31 Oct. 1995
Starke, E. A., JrVirginia Univ,, USA; Dec. 1997; 572p; In English
Contract(s)/Grant(s): NAG1-745T®P 537-06-31-20
ReportNo.(s): NASA/CR-1997-206248; NAS 1.26:20624B/A/528266/MSE96/120; No Copyrightyail: CASI; A24, Hard
copy; A04, Microfiche

This is the final report of the study "Aluminum-Based Materials for High Speed Aircraft” which had the objectives (1) to
identify the most promising aluminum-based materials with respect to major structural use on the HSCT and to further develop
thosematerials and (2) to assess the materials through detailed trade and evaluation studies with respect to theirfétiantural ef
cy on the HSCTThe research team consisteddbiCOA, Allied-Signal, Boeing, McDonnell Douglas, Reynolds Metals and the
University of Virginia. Four classes of aluminum alloys were investigated: (1) I/M 2XXX containing Li and I/M 2XXX without
Li, (2) I'M 6XXX, (3) two P/M 2XXX alloys, and (4) two diérent aluminum-based metal matrix composites (MMC). The I/M
alloyswere tageted for a Mach 2.0 aircraft and B8 and MMC alloys were tgeted for a Mach 2.4 aircraft. Design studies
wereconducted using several fédifent concepts including skin/d@her (baseline), honeycomb sandwich, integrallyestéd and
hybrid adaptations (conventionally $&hed thin-sandwich skins). Alloy development included fundamental studies of coarsen
ing behavioy the efect of stress on nucleation and growth of precipitates, and fracture toughness as a function of temperature were
anintegral part of this program. The details of all phases of the research are described in this final report.
Author
Aircraft Structues; Aluminum Alloys; Metal Matrix Composites; Composite Strasfiivil Aviation

19980013938Naval Surface \&tfare CenterAnnapolis, MD USA
Corrosion Consequences of Molten Salt Deposits in Combustiomrbines Burning Vanadium Contaminated Liquid Fuel
RathnammaDasara V| Naval Surface \Wfare CenteflUSA; Nagarajan, R., International Business Machines Corp., USA; Jun.
1994;36p; In English; Ti-Service Conference on Corrosion Proceedings, 21-23 Jun. 1994, Orlando, FL, USA
Report No.(s): AD-A330947; No Copyrightyail: CASI; A03, Hardcopy; A01, Microfiche

Molten salts condensing on marine turbine blades can dissolve the protectiveaatidg and catastrophically attack the
exposedilloy surface beneatha-process known as hot corrosiore Wesent here the implications of a theoretical model of hot
corrosionrate that is limited by difisional dissolution of oxide species into the melt for the design of brigseio test the corro
sion-resistancef superalloy materials. Parametexpected to govern the dissolution rate of a given oxide are the rate of deposi
tion of the multicomponent(sulfate-vanadate-oxigelvent'- liquid,liquid-layer thickness, and composition-dependent physical
propertiesof the deposit, such as density and viscositbesolid portion of deposit mass, being relatively inert with respect to
hot corrosion, will not correlate well witBxperimental corrosion rates. These hypotheses are tested by comparing our model-pre
dictionswith one sebf burnerrig corrosion rate measurements made during the combustion of vanadium-containing liquid fuel
seededvith the same concentration of various metallic additives. Our findings indicate that the total weight (solids + liquid) of
thedeposit has no direct correspondence with its corrosive potential. Howdggives that are fefctive in suppressing liquid
phaseformation will, in general, reduce the corrosion rate equalcaely. Liquid mass arrival rate and oxide solubility in the
liquid are quantities of relevance to the problem, but thedoegtlation of experimental data with theory is obtained for the oxide
dissolutionrate (which is approximately inversely proportional to the liquid layer thickness). Thus,-bgsngesigned to simu
late either of these two parameters will reproduce the hot-corrosion characteristics of the engine with reasonable accuracy
DTIC
Burners;Combustion; Condensing; Contamination; Qigion; Coriosion Resistance; Data Celation; Gas Trbine Engines;
HeatResistant Alloys; Hot Coosion; Hypotheses
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19980014812Naval Air Warfare CenterAircraft Div., Warminstey PA USA
Tri-Service Committee on Corosion
Pulley, David, Naval Air Vérfare CenterUSA; Jun. 1994; 8p; Proceedings: Revision of Navy Paint Specifications, 21-23 Jun.
1994, Orlando, FL, USA
Report No.(s): AD-A330966; No Copyrightyail: CASI; A02, Hardcopy; A01, Microfiche

The Navy maintains a number of specificationstfi@organic coatings applied to aircraft and ground support equipment.
These documents are periodically revised and amended to include lessons learned from qualification testing, improvements in
the state-of- the-art, and new regulatory requiremergtactomplish these objectives, we will reviee diferent specifications
by the end of this yearhey include: wash primer alkyd primepoxy primers, polyurethane primacrylic lacquertemporary
acrylic lacquer, epoxy topcoat, polyurethane topcoat, polyurethane, rain-erosion coating. All of these specifications (including
everytype and class) will comply with gpollution regulations that limit thedlatile Oiganic Compounds (VOC) content. This
will be accomplished using wateorne or high-solids coatings technolo@ite maximum VOC Content will generally be sit at
340grams/liter for primers and 340-420 grams/liter for other coatings. The use of 1,1,1-trichioroethane (exempt from VOC regu
lations)will no longer be permitted due to its classification as an ozone-depleting substance.
DTIC
Organic Compounds; Btective Coatings; @anic Materials; Polyuethane Resins; Airaft Design; Paints

19980015888
Analysis of creep damage in a welded low alloy steabtor
Indacochea). E., Univ of lllinois at Chicago, USA; Seshadri, R. A.; Materials Science & Engineg@rigructural Materials:
PropertiesMicrostructure and Processing; August 30, 1997; ISSN 0921-5@08n€ A234-23, pp. 555-558; In Engliste97
11thinternational Conference on the StrengtiMaterials, Aug. 25-29, 1997, Prague, Czech Republic; Copyrighil: Assuing
Activity

An assessment of commonly used creep-rupture extrapolation techniques on weldments was undertaken. Gas tungsten ar
andsubmeged arc welds were fabricated using 1-:06%0-0.25 Vrotor steel as base metal. Crossweld samples, which includes
basemetal, heat-d&écted zone and weld metal, were machined and submitted to isostress creep-ruptur@3t€skdrd between
690and 620 C. Larson-Miller and Monkman-Grant plots were produced fromda&gsehe parameters associated with the Lar
son-Miller method were estimated and extrapolations were done to the service temperatures. The actual lives ofged submer
arccrosswelds were shorter than predicted. Monkman-Grant predictions were more conservative than LarsofeiMiiegas
tungsterarc welds. The discrepancies are attributed in part thetezogeneous microstructures in a crossweldment leading to
differentcreep rates. Application of extrapolation methods to weldments should be done prudently; the heterogeneous microstruc
ture of the heat-décted zone makes them less reliable.
Author (EI)
CreepProperties; Gas iingsten Ac Welding; High Stength Steels; @ided Joints; Ac Welding; Marine Envionments; Stainless
Steels;Rotors; Heat Affected Zone

19980012781
Quiet boost
Cvijeticanin,N.; Wolf, A.; Spitznagel, F Kunststoffe Plast Europe; June, 1997; ISSN 0945-008d4mé 87, no. 6, pp. 18-20;
In English; Copyright; &ail: Issuing Activity

Low noise level is a primary requirement in new automotive developments. Boost air silencers reduce the unpleasant frequen
cies of supercharger noise. In a joint development between the initial developer, the raw material producer and the automotive
manufacturera new development made from heat-resistant, reinforced polyamide is now ready for full-scale production.
Author (EI)
Polyamide Resins; Silencers; Sugemgers; High Emperatue; Thermal Resistance

19980014525NERAC, Inc, Tolland, CT USA
Ceramics Technology: Automotive Gas Trbine Engine Component Applications. (Latestitations from the NTIS Biblio-
graphic Database)
Apr. 1996; In English; Page count unavailable.
Report No.(s): PB96-868161; Copyrighti¥ed; Avail: Issuing Activity (Natl Bchnical Information Service (NTIS)), Micro
fiche
The bibliography contains citations concerning the technological development of ceramic materials for use in design and
manufacture of gas turbine engine components. Citations discuss the fabrication of ignition system components, combustion
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chamberparts, gas-path seals, rotors, stators, nozzles, blades, and heat exchangers. Ceramic metal composites for engine compc
nentsare also examined. (Contains 50-250 citations and includes a subject term index and title list.)

NTIS

Automobile Engines; Ceramics; Engine Parts; Bibliographies; Gabifie Engines

19980016638NERAC, Inc, Tolland, CT USA
CeramicsTechnology: Automotive Gas Trbine Engine Component Applications (Latest Citations fom the Energy Sci
enceand Technology Database)
Apr. 1996; In English; Page count unavailable
Report No.(s): PB96-869136; Copyrighti¥ed; Avail: Issuing Activity (Natl Bchnical Information Service (NTIS)), Micro
fiche
The bibliography contains citations concerning the development and evaluation of ceramic materials for use in automotive
gasturbine components. Citations discuss the design, fabrication, and testing of rotary regenerators, turbine rotors, blades, stators,
combustiorchambers, heat exchangers, nozzles, and seals. References to high-strength ceramic materials, thermodynamic prop
erties,thermal eficiency, and environmental ffcts are included.
NTIS
Ceramics;Combustion Chambers; Emgriechnology; Envionment Effects; Gawutbine Engines; Heat Exchangers; Regenera
tors; Reseach and Development; Thermodynamic Efficiency

19980012668
Design of free product recovery system for jet fuel
Reis,Richard S., Fluor Daniel GT1, USA, Practieeriodical of HazardouspXic, and Radioactive #éte Management; October
1997;ISSN 1090-025X; ®lume 1, no. 4, pp. 151-153; In English; Copyrightaik Issuing Activity

TheU.S. Navy has operated a military installation at Adak Island, Ala., since 1943. Jet fuel (JP-5) has been used as the primary
fuel source on the island, including use as heating oil in the housing areas. Releases of JP-5 to the subsurface were discovere
in three housing areas in 1988, and a product recovery system was installed in 1989. The original product recovery-system con
sisted of 17 recovery wells with dual-phase pumps. Recovered product was pumped into storage tanks for recycling on Adak.
Recoveredvater was dischged to the sanitary sewéthe volume of product recovered by the system had declined steadily since
installation. In 1993, the Navy decided to investigate and evaluate the operational statfectinenefss of the existing recovery
systems. This investigation determined that the product recovery systems were not operating as designed and that some of th
plumeshad migrated further beyond thdegtive zone of capturef the existing recovery wells. Several alternative recovery sys
temdesigns were identified that wouldesdtively remediate the jet fuel product plumes while minimizing ongoing maintenance
requirements.
Author (EI)
Jet Engine Fuels; Adraft Fuels; Vdste Utilization; Plumes; ¥ils

19980014459Southwest Research Instan Antonio, TX USA
Biodiesel Fuel Bchnology for Military Application Interim Report Jul. 1994 - May 1996
Frame, Edwin A., Southwest Research Inst., USA; Bessee, Gary B., Southwest Research Inst., USA; Marbach, Howard W
Southwest Research Inst., USA; Dec. 1997; 308p; In English
Contract(s)/Grant(s): DAAK70-92-C-0059
Report No.(s): AD-A332922; TFLRF-317; No Copyrighyal: CASI; Al4, Hardcopy; A03, Microfiche

This program addressed thdegfts of biodiesel (methyl soyate) and blends of biodiesel with petrofuels on fuel system compo
nentand material compatibilitffuel storage stabilityand fuel lubricity Biodiesel was found to have excellent lubricity properties
andwas efective at 1 volume percent (vol %) blend in improving the lubricity of Jet A-1 fuel. The following potential problem
areasassociated with methyl soyate use were identified: storage statulitypatibility with some metals, and compatibility with
nitrile elastomers.
DTIC
Methyl Compounds; Jet Engine Fuels; Fuel Systems
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Includes engineering (general), communications and radar, electronics and electrical engineering; fluid mechanics and heat transfer;
instrumentation and photography; lasers and masers, mechanical engineering, quality assurance and reliability; and structural me-
chanics.

199800127100lin Aerospace CpRedmond, \WW USA
AdvancedFire Suppression Bchnology (AFST) Reseath and Development Pogram Final Report 31 Aug. 1993 - 28 Apr
1997
Wilson, M. A., Olin Aerospace Co., USA; Moran, J. D., Olin Aerospace Co., USA;18%7; 33p; In English
Contract(s)/Grant(s): F33615-93-C-3404; AF Proj. 2402
Report No.(s): AD-A329985; WL-TR-97-3092; No Copyrightjafl: CASI; A03, Hardcopy; A01, Microfiche

Halon 1301 has been widelysed in aircraft fire suppression systems because of its abilitijdierfy extinguish fires. Un
fortunately,halon production was banned in 1994 because it is an ozone depleting substance. The ban on halon production has
createca need for alternative fire suppression technologies in both the military and civilian aircraft industries. Solid Propellant
Gas Generators (SPGQG) is a viable alternative to halon for in-flight fire suppression. SPGG relies on the controlled burning of
solid reactants to produce inert gases (H20, CO2, and N2) that can be usedsigugiession and it was developed from technol
ogy originally applied in automotive airbag devices. The testing discussed in this report is based on the resultdusichs
derived from previous testing. SPGG devices and hybrid systems (SPGG used to pressurize a liquid fire extinguishant such as
H20 or FM200) were tested against three fire conditions. The test results revealed thadr@8R@Brid systems werefettive
in extinguishing the fire conditions, but performance was slightly worse than HFC-125 on an agent mass comparison. Further
testingand development of the gas generator is required before it is fully understood and can be considered mature.
DTIC
Fire Extinguishers; Resedr and Development; Solid épellants; Gas Generators; A&iraft Industry

19980016761Naval Postgraduate SchpMonterey CA USA
An Adaptive Inspection Sampling Pogram for Determining Coating Failure of Nimitz Class Aircraft Carrier T anks and
Voids
Thornell,Mark E., Naval Postgraduate School, USA; M&97; 164p; In English
Report No.(s): AD-A330943; No Copyrightyail: CASI; A08, Hardcopy; A02, Microfiche

This thesis addresses Nimitz class airccaftrier tank and void maintenance. It contributes to the solution of current-mainte
nanceproblems in four ways. First, stratifies Nimitz class aircraft carrier tanks and voids into ten groups and assigns a criticality
factorto each group. These groups and criticality factors can be extended to other classes of ships. Second, it demonstrates method
to estimate the survival function of tank and void coating lifetimes based on inspection data. Actual estimates of theiscirvival
tion for each group are given, but are based on current data of questionable Toiadityit develops a decision tool to plan inspec
tionsand budget maintenance costs over multiyear periods. Preliminary application of this tool demonstrates fibetivestsss
of driving maintenance by inspection. Finabampling plans provided to AIRLANT for CVN 71 1997 EDSRA and CREL997
SRA arediscussed. These sampling plans were developed to obtain unbiased estimates of the current proportion of failed tanks
within each group. by using plans such as these, unbiased estimates of the survival function for each group can be computed. Thi:
thesisprovides a framework for developing a long term inspection and maintenance program.
DTIC
Aircraft Carriers; Fuel anks; Pptective Coatings; Inspection; FaileirAnalysis

19980013545
Asynchronous generator with guaranteed self-excitation
Bespalovy. Ya.; Aliey, I. I.; Klokov, Yu. B.; Elektrichestvo; Jujj1997; ISSN 0013-5380, no. 7, pp. 43-45; In Russian; Copyright;
Avail: Issuing Activity
A noveldesign of the asynchronous generator with a squirrel-cage rotor is suggested. The small permanent magnet is mounted
into the magnetic generator circuit that reliably provides the self-excitation process beginning regardless of the value of residual
flux in the laminated magnetic circuit. Capacitors in the stator winding circuit are the main source of reactivie ggusrof
the permanent magnet field calculations anchathematical model of the generator with autonomous load in the form of a system
of ordinary diferential equations are presented.
El
Self Excitation; Syncbnism; Rotors; \Mding; Permanent Magnets; Magnetic Qiits; Mathematical Models
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19980013546
Method for calculating the tooth pitch impedance of a squirel-cage otor with allowance for tooth saturation
Inkin, A. |.; Temlyakova, Z. S.; Elektrichestvo; July997; ISSN 0013-5380, no. 7, pp-82; In Russian; Copyright;\ail: Issu
ing Activity

A method is proposed for the calculation of the tooth pitch impedance of the squirrel-multicage rotor of an induction motor
with allowance for tooth saturation. The method is based on the cascade equivalent circuit and electrodynamic equations. The
methodsuggested is physically substantiated, easy-to-interprdtanbigh accuracits practical application is preferable for
engineering calculations of asynchronous machines.
El
Induction Motors; Motors; Rotors; Wding; Electrical Resistance; Equivalent @its

19980013912
Electromagnetic pocesses in the asynchnous machines with alternating slots of the short-cauited rotor
Popov,V. |.; Makaroy L. N.; Martynov V. A.; Elektrotekhnika; Julyl997; ISSN 0013-5860, no. 7, pp. 1-5; In Russian; Copyright;
Avail: Issuing Activity

An improved design of the short-circuited rotor with alternating slots witbrdiit shapes, cross sections and scattering con
ductivitiesis suggested. The slot applicatiomproves simultaneously the start characteristics and raiseg/ enaracteristics
of the operation regime of three-phase asynchronous machines (AM) of the moderatgeapalvar asvell as increase the limit
machineparameters. The application of such the rotors allows to obtaiinAlMe complete and simultaneous use the start and
operationslots with the optimal values offigiency, power codicient cos phi, stannoment and current which exceed the same
valuesof AM with usual design of the short-circuited rotor
El
Short Circuits; Induction Motors; Rotors; iWing; Magnetic Fields

19980016243
New approach for high-performance PMSM drives without rotational position sensors
Kim, Joohn-Sheok, Seoblatl. Univ, Republic of Korea; Sul, Seung-Ki; IEEEahsactions on Power Electronics; September
1997;ISSN 0885-8993; dlume 12, no. 5, pp. 904-81In English; Copyright; ®ail: Issuing Activity

A new approach to thgosition sensor elimination of the permanent magnet synchronous machine (PMSM) drives is present
edin this paperWith the help of the modern drive technique, the actual rotor position as well as the machine speed can be estimated
accuratelyeven in the transient state using the 'electrical steady-state’ operation conceptstieuentgie-modification scheme
with errortracking function, the sensorless drive system has the robustness to the parameter variation. As well as giving a detailed
explanation of the new algorithm, the paper presents a wide range of experimental results, demonstrating the feasibility of the
proposednethod under full operating conditions in +/- 50 to approximately +/- 2000 [rpm] speed range and O to approximately
1 per unit (p.u.) load condition.
Author (EI)
Mechanical Drives; Permanent Magnets; Rotorsndfihg; Algorithms

19980016317
High aspect ratio contacts: A eview of the current tungsten plug process
Ireland,P. J., Micron EBchnologyInc., USA; Thin Solid Films; July 30, 1997; ISSN 0040-609@luwe 304, no. 1-2, pp. 1-12;
In English; Copyright; &ail: Issuing Activity
Thekey materials and processing parameters for successful high aspect ratio contacts (HARCS) in the tungsieassug
are highlighted. These include: 1) dopant levels; 2) cleans; 3) contact layer; 4) barrier layer; 5) Ti-TiN anneal; 6) tungsten fill;
and7) tungsten etchback. Detrimental contact-related defects are discussed with emphasis on their source. Means of depositing
TiN are also presented, with their inherent advantages and disadvantages.
El
High Aspect Ratio; Electric Contacts; Aspect Ratio; Additives; Semicondudlaterials); \&por Deposition; fanium Nitrides
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19980011214
Experimental investigation of hypervelocity flow in a conical nozzle
Mallinson,S. G., Imperial Coll. of Sciencege@hnology and Medicine, UK; Gai, S. L.; Mudford, N. R.; Applied Scientific Re
search (The Hague); 1996/1997; ISSN 0003-698fyrie 57, no. 1, pp. 81-93; In English; Copyrighta#k Issuing Activity

Theflow in a conical nozzle is examined experimentally for a range of hypervelocity conditions in a free-piston shock tunnel.
The pitot pressure levels compare reasonably well with an inviscid numerical prediction which includes a correction for the growth
of the nozzlewall boundary layefThe size of the nozzle wall boundary layer seems to be well predicted by semi-empirical expres
sionsdeveloped for perfect gas flows, as do data from other free-piston shock tunnels.
Author (EI)
Conical Nozzles; Hypervelocity Flow; Shoaknfels; Hypersonic Flow; Wd Tunnels; Pessue Effects; Numerical Analysis

19980012051
Transition of separated shear layer fom order to chaos
Dong, Y. F., GQinese Acad. of Sciences, China; Wei, Z. L.; Xu, C.; Physics of Fluids; September, 1997; ISSN 1070-6631;
Volume9, no. 9, pp. 280-258; In English; Copyright; ®ail: Issuing Activity

Thetransition of the separated shear layer from order to chaos is investigated for the Reynolds numbers ranging from 2.4
10(sup3) to 20 x 10(sup 4). Standard diagnostics from nonlinear dynamics are applied to the experimental data to establish the
dynamicalnature of the system. The route to chaos of the separated shear layer is identified.
El
Hot-Wire Anemometers; Shear Layersy@ulent Flow; Chaos; Wd Tunnels; Degees of Feedom; Reynolds Number

19980012355
About vortex resistance of bodies flowed-along by plane flow of noncongssible medium
Postolovskij,S. N, VserossijskiNauchno-Issledovatel'ski Proektno-Konstruktorskilnst Atomnog Energeticheskogo
MashinostroeniyaRussian Federation; Tyazheloe Mashinostroenie; August, 1997, no. 8, pp. 28-31; In Russian; Copyright;
Avail: Issuing Activity

High efficiency of electric power plants can be provided by the use of equipment connected with proper flow of nhoncompress
ible medium. Proper flow of noncompressible flow can be provided taking into account results of mathematical modelling.
Construction of mathematical model in which the main kinematic and dynamic parameters of flow is very useful. Such model
allowsto determine the influence of some parameters on mode of flow along in the analytical form. On basis of such model, analyt
ical dependences of kinematic and dynamic parameters of vortex wake on vorticity in point of flow separation. Results of calcula
tionsagree with experimental data.
El
BoundaryLayer Separation; Separated Flow; Hpdlynamics; Nuclear Power Plants; ThermoelecRmwver Generation; Math
ematicalModels; Aeodynamics

19980012731
Effects of ship hull and propeller on rudder cavitation
Shen,Young T, Naval Surface \Affare Cent., USA; Remmers, Kenneth D.; Jiang, CheddMrnal of Ship Research; September
1997;ISSN 0022-4502; Mume 41, no. 3, pp. 172-180; In English; Copyrightaifs Issuing Activity

Shiptrial observation and drydock inspection of a surface ship comlsdtawtthat rudder cavitation can be a real problem
in terms of ship operation and maintenance. A project has been initiated by the Navy (a) to identify fleet rudder cavitation problem,
(b) to investigate experimentally and numerically hull/propelléxat$ on rudder cavitation, and (c) to develop methods to-incor
poratepropeller/rudder interaction into the future rudder design for cavitation improvement. Experiments were carried out at the
Navy’s Lage Cavitation Channel (LCC) with a geosim model of a fleet ryglepellerand ship hull of a surface combatant.
Two-component.aser Doppler ®¥locimetry (LDV) was used to measure the field velocity and inflagles in the propeller slip-
stream A dynamometer and pressure taps wesed to measure rudder lift, drag and pressure distributions. Influence of the ship
hull and propeller on rudder forces, pressure distribution, and cavitation performance are compared with numerical calculations.
The resemblance between the model rudder cavitation pattern in the LCC and full-scale cavitation erosion pattern observed in
thedry dock is discussed.
Author (EI)
CavitationFlow; Pressue Distribution; Ship Hulls; Ruddergiulls (Structues); Ships; Marine Ripulsion; Popellers; Hydo-
dynamics
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19980013179Scientific Research Associates, Jr@lastonburyCT USA
Flow in Serpentine Coolant Passage withrip Strips
Tse,David, Scientific Researb Associatesinc., USA; 1996 CoolantFlow ManagemenWorkshop Aug. 1997, pp. 65-82;
In English Also announcel as 199800131%; No Copyright; Aail: CASI; A03, Hardcopy; A03, Microfiche
In advanced gas turbine engines increased temperatures, stage pressure ratios and rotor speeds are used to increase thri
weightratio and to reduce specific fuel consumptioricieint internal coolings essential to maintain structural integriota
tion gives rise to Coriolis and buoyancy forces which can significantly altéod¢heheat transfer in the coolant passage. A better
understanding of interaction of Coriolis, buoyancy and trip induced secondary flows and the capability to predict heat transfer
responseo these décts is necessary for achievindi@ént cooling. The complex coupling of Coriolis and buoyancy fohzes
led many investigators to study the heat transfer characteristics of rotating cooling passages. There were significant increases in
heattransfer at the turns and there were consideralfrelifces between inward and outward flow in the straight passelgeity
fields played an important role in convective heat transfigpractice, cooling passages contain trips, whielate secondary flow
to augment heat transférhis presentation deals with flow in a serpentine passage with ribbed walls.
Author
Fluid Flow; Coolants; Gas drbine Engines; @mperatue Dependence; Bssue Ratio; Rotation; ®locity Distribution; Serpen
tine

19980013182Texas A&M Univ, Dept. of Mechanical EngineerinGollege Station, TX USA
Heat Transfer Local Distributions in Rotating Multipass Channels with Bleed
Lau, Sai C., €&as A&M Univ, USA; Park, CW., Texas A&M Univ, USA; Kukreja, R. T Texas A&M Univ, USA; Kandis,
M., Texas A&M Univ, USA; 1996 CoolanElow Management \Wfkshop; Aug. 1997, pp. 1034; In English; Also announced
as19980013176; No Copyright; Avail: CASI; A03, Hardcopy; A03, Microfiche

Themain objective is to make available detailed local experimental data with rotating multipass channel models: to enable
betterunderstanding of thefetts of rotation, sharp turns, channel geomeitng rib turbulators on the heat transfer distributions
in cooling serpentine passages in modern gas turbine blades; and to help improve the design of these cooling passages.
Author
Heat Tansfer; Flow Distribution; Pessue Reduction; tirbine Engines; Evaporative Cooling

19980013186NASA Lewis Research Cenjetleveland, OH USA
The Effect of Tabs on a Jet in a Coss-Flow
Zaman Khairul, NASA Lewis Research Cent&ISA; VanZante, Judith FoSSBIASA Lewis Research CentddSA; 1996 Coolant
Flow Management \Wkshop; Aug1997, pp. 181-190; In English; Also announced as 19980013176; No Copyright;@ASI;
A02, Hardcopy; A03, Microfiche

A tab placed on the leeward side of the nozzle was expected to increase jet penetration into the cArssxfmriment
at UTRC showed insignificant fefct. The primary objective of the present study was to confirm and explain tfeefiveness.
Theoverall approach of the study was to conduct experiments in a low-speed windanuhi@lconduct hot-wire measurements
for mean velocity and streamwise vorticity fields.
Author
Jet Flow; Cioss Flow; Vrticity; Tabs (Contol Surfaces); \Wid Tunnel Ests

19980013189NASA Lewis Research Cenjetleveland, OH USA
Investigation of Rotor Wake Effects on Film Cooling
HeidmannJames D., NASA Lewis Research Cent#BA; 1996 Coolant Flow Managemenbkishop; Aug. 1997, pp. 225-237;
In English; Also announced as 19980013176; No CopyrightilACASI; A03, Hardcopy; A03, Microfiche

Thefollowing are conclusions and recomendations from the sRrityjary wake déct is linear reduction in (eta) with St.
Secondaryvake efect is skewing of suction/pressure side cooling. Steady computations match experimental Nu, but overpredict
(eta).Unsteady computations elucidate wakef/film interaction. Model may baasstimate wake passindesft. Need boundary
layerand full stage experiments. Need resolved film hole and full stage unsteady computations. Need validated turbulence models
for film cooling.
Author
Turbulent Vékes; Rotor Aerdynamics; Film Cooling
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19980013192General Electric CpAircraft EnginesCincinnati, OH USA
Turbine Airfoil Film Cooling: Design Integration
Bergholz,Robert, General Electric Co., USA; 1996 Coolant Flow ManageWerkshop; Aug. 1997, pp. 285-297; In English;
Also announced as 19980013176; No CopyrighgilA CASI; A03, Hardcopy; A03, Microfiche

Transienttest facility built to deternme both hea transfe and film dfectivenes in linea airfoil cascadeseady-stat qpera-
tion provides film effectiveness. Base line test conducted with cylinders in cross flow. Stagnation point heat transfer agrees with
establishedorrelations Linea arfoil cascaé sow: (1) mach numbe distributiors ggree with inviscid code gredictions (2) arfoil
hed transfe coefficiens measurd with pugged film holes follow bounday laye code predictions and (3) film injection increases
heattransfer leved loth on pessue ad suction sdes.
Author
Turbines; Airfoils; Film Cooling; Design Analysis; Hole Geometry (Mechanics); Computational Fluid Dynamics

19980013377
Silencers of flue gas path of gas-turbine plant
Tupov, V. B., Moskovskij Energeticheskij Inst., Russian Federation; Teploenergetika; February, 1996; ISSN 0131-7067, no. 2,
pp.60-63; In Russian; Copyrightvail: Issuing Activity

Environmentaprotection requires to reduce the noise level at thermoelectric power plants. Flue gas path of gas-turbine plant
is source of strong noise. Application of silencers allows to reduce the nargsudtypes of dissipative and active silencers are
consideredNew dissipative silencer has bedgveloped at Moscow Power Institute taking into account aerodynaettsedf
flue gas path of gas-turbine plant. This silencer provides required level of noise. Schemes of perspective silencers of flue gas paths
of gas-turbine plants are given. Recommendations on application of dissipative and active silencers are given.
El
Flue Gases; Noise Pollution; ContrEquipment; Thermoelectric Power Generation; Gagbines; Aeodynamics

19980013585
Fin efficiency and mechanisms of heat exchange thugh fins in multi-stream plate-fin heatexchangers: development and
application of a rating algorithm
PrasadB. S. V, Bharda HeavyPlate and Vesse$ Ltd., Indig; InternationéJournd of Hea and Mass Transfer November-
December1997; ISSN 0017-9310 Volume 40, no. 18, pp. 4279-4288; In English; CopyrightyAil: Issuing Activity

The basic heat balance equations for separating surface and passage in a multi-stream plate-fin heat exchanger are derive
basedon a formalism proposed earlier [Prasad, International Journal of Heat andslesf@im1996, 39(2), 419-428]. An aigo
rithm is developed for rating heat exchangers based on the equations, and incorporated into an existing computer code callec
STACK [Prasad, Heatransfer Engineering, 1991, 12(4), 58-70]. The program is used to analyse some typical heat exchangers.
It was found that though transverse conduction could be present in some and absent in some passages, it tended to play an increa
ingly important role as fin &ctiveness increased. of the three mechanisms of heat exchange identified, Mechanism 1 and Mecha
nism 3 dominated at low fin &ctiveness, whereas Mechanism 2 tended to dominate at higfefitivefness. It was found that
thedeveloped method reliably predicted heat transfer in special situations shetpassence of dummy passages, where other
methodswvere known to fail.
Author (EI)
HeatBalance; Heat Exchangers; Heatahsfer; Conductive Heatrdnsfer; Fins; Efficiency; Algorithms; Mathematicslodels

19980014488
Numerical investigation of three-dimensional compessible flows induced by a train moving into a tunnel
Ogawa,Takanobu Shimizu Corp., Japan Fujii, Kozo, Computers& Fluids; July, 1997; ISSN 0045-7930Q Volume 26, no.
6, pp. 565-585 In English; Copyright Avail: Issuing Activity

A three-dimensional flow induced by a practical high-speed train moving into a tunnel is studied by the computation of the
compressibléNavierStokes equations with the zonal method. The transient flow field induced by tunnel entry is invesitgated
thefocus on the compression wave which is the source of the booming noise at the tunnel exit. The results reveal a pressure increas
insidethe tunnel before tunnel entthe one-dimensionality of the compression wave, the histortbe aferodynamic forces,
etc. The computed pressure histories inside the tunnel agree with the field measurement data. The flow fields are also computed
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for cases where the train runs orfetiéntly positioned tracks into the tunnel. The results indicate that the wavefront of the com
pressiornwave is aflected by the train position and this phenomenon is explained by the parameter v(sub wall).

Author (EI)

Compession \dves; Thee Dimensional Flow; Comessible Flow; Numerical Analysis; Navi8tokes Equation; Rail Trans-
portation; Aendynamics

19980015006
Heat transfer and friction corr elations for wavy plate fin-and-tube heat exchangers
Kim, N. -H., Univ of Inchon, Republic of Korea;uv, J. -H.; Vébb, R. L.; Journal of Heatdnsfer Transactions ASME; August,
1997;ISSN 0022-1481; Mume 119, no. 3, pp. 560-567; In English; Copyrightiall: Issuing Activity

This paper deals with heat exchangers having plate fins of herringbone wave configuration. Correlations are developed to
predictthe airside heat transfer cdifient and friction factor as a function of flow conditions and geometric variables of the heat
exchangerCorrelations are provided for both staggered and in-line arrays of circular tubes. A multiple regression technique was
usedto correlate 41 wavy fin geometries by Beecher and Fagan (198} & al. (1995), and Beecher (1968). For the staggered
layout, 92 percent of the heat transfer data are correlated within +/- 10 percent and 91 percent of the friction data are correlated
within +/- 15 percent.
Author (EI)
Heat Tansfer; Tube Heat Exchangers; Fins; Heatahsfer Coefficients; Coelation; Regession Analysis

19980015083
Boundary layer transition under high free-stieam turbulence and stong acceleration conditions: Part 2 - turbulent trans
port results
Volino, R. J., USA Naval Acad., USA; Simon, T. W.; Journal of Heat Transfer, Transactions ASME; August, 1997; ISSN
0022-1481Molume 1.9, no. 3, pp. 427-432; In English; Copyright;adl: Issuing Activity

Measurementfom heated boundary layers alomgoncave-curved test wall subject to high (initially 8 percent) free-stream
turbulencentensity and strong (K = (nu/U(sub infinity)(sup 2)) dU(sub infinity)/dx) as high as 9 x 10(sup -6)) acceleration are
presentednd discussedConditions for the experiments were chosen to roughly simulate those present on the downstream half
of the pressure side of a gas turbine airfailcbilence statistics, including the turbulent shear stress, the turbulent heat flux, and
theturbulent Prandtl number are presented. ffaesition zone is of extended length in spite of the high free-stream turbulence
level. Turbulence quantities are strongly suppressed below values in unaccelerated turbulent boundarnyrlaylerst tffansport
guantities rise with the intermittency, as the boundary layer proceeds through transition. Octant analysis shows a similar eddy
structure in the present flow as was observed in transitional flows under low free-stream turbulence conditions. to the authors’
knowledgethis is the first detailed documentation of a high-free-stream-turbulence boundary layer flow in such a strong accelera
tion field
Author (EI)
BoundaryLayer Tansition; Free Flow; Convective Heatdnsfer; Boundary Layer Flow;urbulent Flow; Gas tirbines; Airfoils

19980016230
To characterize two-phase flows avund finned tube by using 3D-PDA and numerical calculation
Liang, ShaorongZhejiangUniv., Ching Yan, Janhua Qiu, Kunzan Li, Xiaodong Ni, Mingjiang, Cen, Kefa; Zhongguo
Dianji Gongcheng Xuebao/Proceedings of the Chinese Society of Electrical Engindalyn@997; ISSN 0258-8013;
Volume 17, no. 4, pp. 230-233; In Chinese; Copyrightaifs Issuing Activity

By using a Three-Dimension Particle Dynamics Analyzer (PDA), cool experimental study on charaofeyéstisolid two-
phaseflow around the finned-tube, which is the element of impact separator used in Circulating Fluidized Bed Boiler (CFBB),
hasbeen conducted. In this paptite parameters such as velocity field and turbulent intensity are analyzed. And, the two-phase
flow are also numerically calculated through SIMPLER Cell and k-epsilon Double Model combined witMie8& (Fluctua
tion-Spectrum-Random-Trajectomodel). Both result§rom experiment and numerical calculation are essentially identical. The
resultsare very useful to guide the design and structure optimization of the gasegmichtor with enhanced-heat transfer unit-
finnedtube.
Author (EI)
FinnedBodies; Wo Phase Flow; Fins; Heatransfer; Computational Fluid Dynamics; Fluidized Bed&essors; Flow Mea
surement
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19980016536
Simple hydrodynamic model for the liquid circulation velocity in a full-scale two- and thee-phase internal airlift reactor
operating in the gas ecirculation regime
Heijnen,J. J., Delft Univof TechnologyNetherlands; Hols, J.; van deains, R. G. J. M.; van Leeuwen, H. L. J. M.; Muld¥r,
WeltevredeR.; Chemical Engineering Science; August, 1997; 1880B-2509; Wlume 52, no. 15, pp. 2527-2540; In English;
Copyright;Avail: Issuing Activity

For design purposes a simple model to predict the hydrodynamic behavior of a three-phase internal airlift reactor is developed.
The model predicts liquid circulation, gas hold-up and minimum gas supply rates for solids suspension. The reactor type consid
eredhas an internal riser and is not equipped with a gas disengagement area, resulting in a high downcomeatga sl
pose is waste water treatment using biofilm particles. First it is recognized that several flow regimes may be distinguished,
necessitating different models. Modelling for the gas recirculation regime is straightforward based on the momentum balance
combinedwith a simple assumption for tlygas hold-up that is possible for these type of airlift reactors with unrestricted gas carry
overinto the downcomeiThe predictive model is compared successfully with a pilot-scale reactor (400 I) and a full-scale reactor
(284 m(sup 3), both with a draught tube height of about 12 m) containing up to 250 g/l solid particles with superfoiaplgas
ratesup to 0.1 m/s.
Author (EI)
Air Transportation; Bioeactors; Mathematical Models; Hyallynamics; Flow Distribution; Gas Dynamics

19980016538
On impeller circulation and mixing effectiveness in the turbulent flow egime
Nienow, A. W., Univ. of Birmingham, UK; Chemical Engineering Science; August, 1997; ISSN 0009-256l0€n&/52, no. 15,
pp. 2557-2565; In English; CopyrightvAil: Issuing Activity

Impellereffectiveness has often been evaluated via either mixing time, thetajsabflow numberFl; and a direct connec
tion between the two has also beessumed in some cases. Here, these concepts are considered in the light of recent theoretical
and experimental work. It is shown that an equation for mixing time recently published by BHR Group can be related to a basic
turbulencemodel. It is also shown that this equation is superior to those based on a theory linking mixing time to the flow generated
by the impeller The new equation and theory implies that all impeller tygpegjual impelleto-tank diameter ratio are equally
energyefficient in achieving overall homogenization. On the other hand, impefieieaety based on the flow generated, as-mea
suredby laser Doppler anemometry at equal measured pewggests a significant thfence between impeller types.
Author (EI)
Laser Anemometersuiibulent Flow; Mixing; Mathematical Modelsutbulence; Rotors

19980016712NASA Lewis Research Centeleveland, OH USA
Seals/Secondary Flows \Wkshop 1996, blume 2
Hendricks,Robert C., EditgfNASA Lewis Research CentddSA; Oct. 1997; 500p; In English; Seals/Secondary FlowskW
shop1996, 23-24 Oct. 1997, Cleveland, OH, USA; Also announced as 19980016713 through 19980016731; Original contains
color illustrations
Contract(s)/Grant(s): FOP 233-1B-1B
Report No.(s): NASA-CP-101981£2; NAS 1.55:10198/M-2; E-10936/\6l-2; No Copyright; Avail: Issuing Activity (R and
T Directorate, Lewis Research Centéleveland, OH 44135), Hardcqp¥icrofiche

Thisworkshop has four categories. (1) In the opening sessions we are attempting to provide an overview of engine,technology
applicationsand perceived needs from both a global and the seal/secondary flow perspective. (2) In the second sessions we are
attemptingto present more details of seal and secondary flow components requirements, designs, and solutiongh{B) In the
sessions we examine some of the tools available to assess the flows, loads and life for turbomachines. (4) In the fourth sessiol
we examine some of the new technologies available to turbomachine designergisBgreaiupling of these categories brings
anotherdimension of reality to &rts both at NASA LeRC and via contractors to expand U.S. aerosgu®logy and market
shareln general, company sensitive materials are probably not included even though the workshop participation was - and this
publicationis - limited to U.S. Citizens and OEM'S.
Author
Secondary Flow; drbomachinery; Seals (Stoppers); Coefaces; Gas Urbine Engines; Atrraft Engines
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19980016778National Aerospace Lab., Aerodynamics PAmsterdam, Netherlands
Development of a Fully Automated CFD System for Three-Dimensional Flow Simulations Based on Hybrid Prismatic-
Tetrahedral Grids
vanderBurg,J.W., National Aerospace Lab., Netherlands; Maseland, J. E. J., National Aerospace Lab., Netherlands; Oskam, B.,
NationalAerospace Lab., Netherlands; Jan. 17, 1996; 25p; In English
Report No.(s): PB97-212484; NLR-TP-96036-U; No Copyrigh&iA CASI; A03, Hardcopy; A01, Microfiche

In this paper an assessmehtCFD methods based on the underlying grid type is made. It is safe to say tlangGeED
methods based on hybrid body-fitted grids of tetrahedral and prismatic cells using unstructured data storage schemes have th
potentialto satisfy the basic requirements of problem-turnaround-time and accuracy for complex geometries. The CFD system
describedn this paper is based on the hybrid prismatic-tetrahedral grid approach. In an analysis it is shown that the cells in the
prismaticlayer have to satisfg central symmetry property in order to obtain a second-order accurate approximation of the viscous
termsin the Reynolds-averaged Navigtokes equations. Prismatic grid generaisodemonstrated for the ONERA M6 wing-
aloneconfiguration and the AS28G wing/body configuration.
NTIS
AerodynamicConfigurations; Body-Wg Configurations; Grid Generation (Mathematics); Navi&iokes Equation; Reynolds
Averaging; Reynolds Equation; Tée Dimensional Flow

19980012227
Preliminary intercomparison of anemometer calibration systems at very low speeds between tia¢gional standard labo
ratories in Japan and the USA
Terao,Yoshiya, Natl. Research Latif Metrology Japan; akamoto, Masaki; MattinglyGeoge E.; JSME International Journal,
SeriesB: Fluids and Thermal Engineering; August, 1997; ISSN 1340-8a83dmé 40, no. 3, pp. 509-515; In English; Copyright;
Avail: Issuing Activity

An international comparison of air speed standards has been conoyd@oan and the USA using anemometers. The na
tional standard for low air speed measurement in Japan uses a tow carriage system withaadaspeed determination system.
In the USA, a specially designed low-speed wind tunnel equipped with a laser Doppler anemometer comprises the national stan
dard.Two anemometers, one thermal and one ultrasonic, were sedsdieel transfer standards, and these were tested in the air
speedange of 0.1 to 1 m/s. The results showed the two national standards to agree within the calibration uncertainties which were
nominatedo be between 1% and 9%he results also indicated that the thermal anemometer used in this program had a transient
characteristi@and a sensitivity to the atmospheric pressure that required special analysis and data handling procedures: These char
acteristicsand the procedures implemented are discussed and explanations are given that should improve future testing.
Author (EI)
Flow Measurement; Anemometers; Laser Dopptdodimeters; ¥locity Measuement; \WWhd Tunnels

19980012165
Exergetic estimation of the thermodynamic perfection of comm@ssors
Evenko, V. I., Inst. Transptmogo Mashinostroeniya, Russian Federation; Teploenergetika; March, 1997; ISSN

0131-7067no. 3, . 59-63; In Russian; CopyrightyAil: Issuing Activity
Shortcoming®f the isothermal, adiabatic and polytropcégncies and expediency of estimation of the compressor perfec
tion by the exagetic eficiency are shownThe notions are considered of the getic eficiency of a compressor and compressor
plant with taking into account practical usage of the exergy of the heat removed from the gas in intermediate and end coolers.
Possibilitiesof the compressor féfiency increase, decreasing the cooler specific noetatent and the cooling water flow rate,
choice of compressor stage number and search for technical solutions of rational employment of the exergy of the heat in heat
exchangersre found.
El
Compessors; Thermodynamics; Efficiency; Estimating; Hean3fer

19980012345
Calculation of characteristics of the compessors, compessing moist air
SherstyukA. N.; Troshkin, O. A.; Brasova, L. A.; Orbis-Dias,.\6.; Khimicheskoe | Neftyanoe Mashinostroenie; July-August,
1997;1SSN 0023-126, no. 4, pp. 58; In Russian; Copyrightafl: Issuing Activity

Moistureavailability changes the parametercompressible githat causes a change of machinery performance and must
betaken into account during its desigrhe compressor calculation is carried out by a procedure taken for comppesgicling
homogeneous gas compression with the appropriate values of gas constant, heat capacity and iisdextridgsumption is
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madethat permits to consider moist air as a homogeneous gas and catsyatesical constants. The approximate relations are
obtainedallowing to evaluate &fct of moisture of compressible gas on the compressor operation parameters.

El

Gas Mixtues; Compessors; Parameter Identification; Air; Moistir

19980013375
Parameters of gas turbine plants with water injection into compessor
Arsen’ev,L. V., Sankt-Peterbgskij Gosudarstvennyjekhnicheskij Uniy, Russian Federation; Berkovich, A. Lefloenergeti-
ka; June, 1996; ISSN 0131-7067, no. 6, pp. 18-22; In Russian; Copyrigiik; lasuing Activity

Different methods of the improvement of gas turbine plant indicators by means of the injection of theapatevorking
bodyinto the gas-air channel of the plant have been compared. The influence of the water injection into the flowing part of a com
pressoion its parameters as well as on working indicators of d&ugbe plant has been investigated. The technique for calculat
ing the compressor with regard to the water motion and the water evaporation into the flowing part has been developed. It has
beenshown that the water injection into the compressor flowinghzebeen the mostfe€tive method. Its application in a power
gasturbine plant has allowed to increase the electrical power generation by 17% at the simultaneous growfftigitbye mf
6.5%.
El
GasTurbines; Véter Injection; Vdter \apor; Electric Power Plants; Comessors; "pors; Fluid Flow

19980013407
Small power turbines with counterpressue of the "Turboatom’ association
Levchenko, E. V., NPO 'Turbatom’, Ukraine; Arkad’ev, B. A.; Kantemir, A. D.; Teploenergetika; January, 1997; ISSN
0131-7067no0. 1, pp. 31-35; In Russian; Copyrightjaii: Issuing Activity

Smallpower turbines with counterpressure are described. The turbines are intended for supplying by electric power and steam
of industrial enterprises and other objects with a stable schedule of heat consumption. The main technical characteristics of these
turbinesare presented. All turbines are calculated at the nominal counterpressure of 0.294 MPa and admit theadihenation
limitation of thesteam flow rate in the pressure range of 0.245-0.39 MPa. The system of turbine control and protection is based
onthe principle of its separation in the control system and thegemey protection one. Specific features of these systems are
describedAt present the serial production of these turbines at tindodatom’ association is mastered.
El
Steam Urbines; Rotors

19980013569
Extraction turbines for r econstruction, expansion, and @ation of new heat-electric generation plants
Kortenko, V. V., AO 'Turbomotornyj Zavod’, Russian Federation; Barinberg, G. D.; Elektrotekhnika; September, 1997; ISSN
0013-5860n0. 9, pp. 40-45; In Russian; Copyrightjail: Issuing Activity

New extraction turbines of PT50/160-12,8/0,9 and TRtQ-12,8 types made atlifbomotornyj Zavod’ joint stock company
arepresented. dchnical data of these steam turbines are described. The cooling systems are described. Advantages of these new
turbinesin comparison with old turbines are shown. New design rotor of the turbine is described. Constructive particularities in
thesenew turbines are described. Economichtieincy of these turbines is shown. The turbine ofIB0/165-12,8/0,9 type can
beinstalled instead of turbine of P-140/165-12,8/0,9. The turiffé>-110-12,8 type can be installed instead of the turbine of
T-110/120-12,8-5ype.
El
Control Valves; Electric Generators; Heat Generation; Steambihes; Thermoelectric Power Generation; Cooling Systems;
Valves;Rotors

19980013908
Aerodynamic principles of designing the coniol valves of steam turbines
Zaryankin,A. E., Moskovskij Enageticheskij Inst., Russian Federation; Chernoshtal;, ploenegetika; Januaryl997; ISSN
0131-7067no0. 1, pp. 51-54; In Russian; Copyrightjaii: Issuing Activity

Connectiorbetween the flow character in valve channels and the reliability of control valves of steam turbines is considered.
Somedesigns of the control valves are analysed from the point of view of their reliabiigt of recommendations on designing
thesevalves is formulated. The experience of industrial operation of the described control valves in the aerodynamic plane con
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firms completely the principles inherent in their designing. These pringplesitted to reduce losses in the steam inlet system
of steam turbines to 1.5-2% of the initial steam pressure on the simultaneous reliability increase.

El

Contml Valves; Steamdurbines; Aeodynamics; Reliefalves; \alves; Fluid Flow

1998001564 7General Electric CpAdvanced Engineering Programs Deftincinnati, OH USA
Thin Dense Chiome Bearing Insertion Pogram Final Report 1 Mar. 1992 - 1 Dec. 1996
RhoadsMark, General Electric Co., USA; Shucktis, Berrianeral Electric Co., USA; Johnson, Michael, General Electric Co.,
USA; Mar. 1997; 162p; In English
Contract(s)/Grant(s): F33615-92-C-2208; AF Proj. 3048
Report No.(s): AD-A330677; R97AEB141; WL-TR-97-2053; No CopyrighigiA CASI; A08, Hardcopy; A02, Microfiche

This report includes the results of program efforts to develop and introduce a modular Thin Dense Chrome (TDC) plating
procesdor aircraftengine mainshaft bearings. program objectives included development of a Thin Dense Chrome material/pro
cessspecificationand completing a thorough evaluation of all potential risks associated with introducing TDC coated Bearings
into field engine applications. A comprehensive series of subscale and full scale tests were completed to evaluate the capabilities
of TDC coated bearings at various inservice operating conditions. TDC coated bearings demonstrated improved corrosion and
contaminatiorresistance. TDC coated bearings also demonstrated acceptable performance during thermal ciy@dedait-of
duceddefect conditions. Howevigthe TDC coating performance did not meet the required objectives in the areas of rolling con
tact fatigue life, skid damage resistance, engine assembly damage tolerance, and engine operational endurance. Based on tt
resultsof this program, it was concluded that TDC coated beaprmsded too great of a risk for insertion into the mainshaft
bearing positions of military aircraft engines.
DTIC
Aircraft Engines; Comsion Resistance; Fatigue Life; Full ScaksTs; Specifications;olerances (Mechanics)

19980016231
Study on design methods of the guide-vane bladedtor classifier
Kong, Wenjun Chinese Acad of Sciences China, Cheng Shangmgo Luan Qingfu; Zhonggw Dianji Gongcheig Xuebao/
Proceedingsf the Chinee Society of Electricd Engineering July, 1997, ISIN 0258-8013 Volume 17, no. 4, pp. 234-237,
258; In Chinese Copyright Avail: Issuirg Activity

Designmethods of the Guideavie Bladed-Rotor Classifier are studied theoretically and experimentally in this thesis. The
correction curve of inlet mill total air flux for elevation is plotted and a formula of inlet mill total air flux for the rotor diameter
is determined. Relation between the rotor speed and rotor diameter is given aserelthe correction curve of air flux for the
designatedut coal fineness is acquired. Based on the above-mentioned work, the calculated curves for determining the rotor di
ameterand rotor speed in series design of the classifiers are worked out. The obtained curves can be conveniently used in engineer
ing design.
Author (EI)
Guide \anes; Classifiers; Rotors; Fluid Flowufbomachine Blades; Computation

19980016713Pratt and Whitney AircrafiWest Palm Beach, FL USA
Brush Seal Technology Tansition
Moore, Ken, Pratt and Whitney Aircraft, USA; Seals/Secondary Floark&op 1996; Oct. 1997pWume 2, pp. 465-475; In
English;Also announced as 19980016712; No CopyrighgilAlssuing Activity (R and T Directorate, Lewis Research Center
Cleveland OH 44135), Hardcopicrofiche

The paper will touch on three basic areas. It will look at the barriers to brush seal technology transitioareTiverdaypes
of barriers to transitioning brush seal technojagyany type of seal, intengines. The first type of barrier are those that have to
do with the seal itself, cost, performance, weéamperature capabilitand so on. The second type of barrier are thoseatbat
not related to the seal but can preclude the incorporation of advanced seals because the flow level in a given cavity can not be
reduceddue to windage heat generation or gaspath ingestion. Secandigdate will be provided on tuft wear testing that is being
doneat NASA Lewis. Lastlythe paper will touch on the status of transitioning brush seals into two engines, the F228-PW
andthe F1.9-PW-100.
Derived from text
Brush Seals; Thermal ResistancesalVResistance; Gasiiibine Engines; \&ar Tests; Heat Generation
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19980016719NASA Lewis Research Centetleveland, OH USA
The Impact of Seal Leakage Flow on the Performance of Multi-Stage Axial Flow Comessors
Adamczyk, John J., NASA Lewis Research Center, USA; Seals/Secondary Flows Workshop 1996; Oct. 1997; Volume 2, pp.
621-630;In English; Also announced as 19980016712; No Copyrigrdil AssuingActivity (R and T Directorate, Lewis Re
searchCentey Cleveland, OH 44135), Hardcgpylicrofiche

To enhance the performance of multi-stage axial flow compressors beyond today’s machines, it is becoming increasingly
clearthat the impact of undgrlatform seal leakage flow on the primary passage flow stream must be understood at a more funda
mentallevel than exists todajrurthermore, analytical or semi-empirical models must be developedaant for the &ct of
under-platforrmeakage in CFD simulation codes so that these leakages are accounted for in numerical simulationisasédally
ontheresults obtained from research studies, information must be drawn as to how to manage these leakage flows so as to mini
mizetheir impact on performance and, if possible, enhance performance.
Author
Leakage; Trbocompessors; Seals (Stoppers); Secondary Flow; Cesgibility Effects; Axial Flow

19980016728NASA Lewis Research Cenjétleveland, OH USA
Mor e Electric Commercial Air craft Engines (Integral Starter/Generator and Magnetic Bearings)
Kascak, A. E NASA Lewis Research Cent&tSA; Brown, G. V, NASA Lewis Research CentétSA; Stefko, G. L., NASA
Lewis Research Center, USA; Seals/Secondary Flows Workshop 1996; Oct. 1997; Volume 2, pp. 819-846; In English; Also
announceds 19980016712; No Copyrightyail: Issuing Activity (R and T Directorate, Lewis Research Ceftlmveland, OH
44125),Hardcopy, Microfiche

The advantages of replacing rolling element bearings with magnetic bearings on the gas generator shaft of a commercial air
craftengine are discussed. This is part of a system that would replaogvreshaft of the engine with an integral starter/generator
onthe gas generator shaft; theregljminating the lubrication system and using kssondary air flow to the bearing compart
ments.Details of the proposed system are presented.
CASI
Aircraft Engines; Commeial Aircraft; Gas Generators; Magnetic Bearings; Engine Design

19980016776Technische Uniy Delft, Netherlands
Development of the Generic Thermodymanic Urboshaft Engine Real-Time Simulation (TERTS) Model
vanOosterhout, \WV. P J., Technische Uniy Netherlands; van Gool, €. A., Technische Uniy Netherlands; Dec. 199627p;
In English
Report No.(s): PB97-208375; M-790; Copyrighaivéd; Avail: CASI; A07, Hardcopy; A02, Microfiche

Thereport describes the development of a turboshaft engine real-time simulation model. This model, deri@edurE&
shaftEngine Real-ime Simulation), provides therogramming environment MALAB/Simulink with a model to predict steady
stateperformance and transient responses of a generic turboshaft engifi& iEBR dFdesign component stacking model, mak
ing it possible to build turboshaft engine modelsabganging components according to the actual engine configuratiede Of
signcharacteristics of the components are described either by thermodynamic relations or compongithmibapse relations
andmaps internal processes in the engine are descritfedt€6f deviating operating conditions (a.o. flight conditions, customer
bleedextraction, engine component degradation) are implicitly included.
NTIS
Computerize@imulation; Trboshafts; Trbine EnginesReal Tme Operation; Mathematical Models; Thermodynamiog@r-
ties; One Dimensional Flow

13
GEOSCIENCES

Includes geosciences (general),; earth resources and remote sensing; energy production and conversion; environment pollution; geo-
physics, meteorology and climatology, and oceanography.

19980013367

Prospectsand concepts of impovement in outlet circuit of low-pressue cylinders of steam turbines

Kasiloy, V. F, Moskovskij Enggeticheskij Inst., Russian Federati@ektrotekhnika Septembe, 1997; ISSN 0013-5860,
no. 9, mp. 46-52 In Russian Copyright, Avail: Issuirg Activity
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Efficiency of steam turbines is dependent on the design of their outlet circuits. Concepts of improvement in outlet members
of low-pressure cylinders of steam turbines are presented. Opportunities for improvement in the outlet circuit consisting of outlet
branchpipe of low-pressure cylindeiransient channel, and condenser neck are considered. Analysis of design of low-pressure
cylinderand its parameters is described. Application dfidér design of outlet branch pipe od low-pressure cylindersohd
vantagesDesigning the outlet branch pipes with the use of physical model of flow twisting is grounded.

El
Low Pressue; Steam iirbines; Thermoelectric Power Generation; Steam; Mathematical Modelsgpeamics

19980013573
New control valves of steam turbines, their characteristics, and experience in operation
Zaryankin, A. E., Moskovskij Energeticheskij Inst., Russian Federation; Simonov, B. N.; Elektrotekhnika; September, 1997;
ISSN0013-5860, no. 9, pp. 18-22; In Russian; CopyrighkilAlssuing Activity

Efficiency of steam turbines is dependent on number of failures. Experience in operation of turbines shows that many failures
are connected with damages of control valves. Problems in improvement in control valves are considered. Enhancement of design
of the control valves is analyzed. Aerodynamic, force, and vibration characteristics of new control valves are comphose with
of standard valves are considered. Author inspection has shown that new control valves are very igliablespéction of the
controlvalves after 4-8 years of operation has shown low erosion &xeaerience in modernization of the control valves shows
thattechnological simplification is advisable.
El
AerodynamicCharacteristics; Conbl Valves; Steamurbines; \alves; Nuclear Power Plants; Thermoelectric Power Genera
tion; Mathematical Models

19980016428
Trailing edge wedge flaps for wind-turbine blades
Bloy, A. W., Univ. of ManchestelUK; Tsioumanis, N.; Wid Engineering; 1997; ISSN 0309-524Xglvme 21, no. 1, pp. 39-44;
In English; Copyright; &ail: Issuing Activity

Two-dimensional wind tunnel tests were made to obtain surface pressure distributions and wake profiles for the NACA
63(sub2)-215 aerofoil fitted with a range of trailing-edge wedge flaps. Flap chords ranged /84 10 3 1/3% of the aerofoil
chordand flap deflections from 30 deg to 90 deg. Lift and drag data determined from the pressure measurements indicate that the
maximumlift increases with both flap chord and flap deflection as expected. In general this improved lift performance issaccompa
nied by improved lift-to-drag ratio at high angle of attack with a reduction in the lift-to-drag ratio at low angle of attack. For any
selectednaximum lift, howeverimprovediift-to-drag over the entire angle of attack range is achieved with a flap deflection less
thanthe usual 90 deg flap deflection tested by other workers. For the range of flaps tested, optimum performance witftthieved
thee45 deg wedge flap which produces a maximum lift-to-drag ratio similar to that of the plain aerofoil.
Author (EI)
Trailing Edge Flaps; Trbine Blades; \id Turbines; Trbomachine Blades; MWl Tunnels; Pessue Measuement; Viakes

19980014377
Computational study of the envionmental fate of selected aagraft fuel system deicing compounds
Mushrush, George W., George Mason Univ., USA; Basak, Subhash C.; Slone, J. Eric; Beal, Erna J.; Basu, Subhash; Stalick,
WayneM.; Hardy Dennis R.Journal of Environmental Science and Health, Part A: Environmental Science and Engineering &
Toxic and Hazardous Substance Control; Septendls7; ISSN 1077-1204;,0lume 32, no. 8, pp. 2201-2R1n English; Copy
right; Avail: Issuing Activity

Thecurrent fuel system icing inhibitor (FSII) additives used for commeacidimilitary aircraft are ethylene glycol mono
methylether (EGME) and diethylene glycol mono methyl ether (DIEGME). Propylene glycol is used for wing deicing. Fuel deic
ing additives are required in military fuels an optional in commercial fuels with wing deicing being weather dependent. The acetals
andketals of reduced sugars are being synthesized and modeled computationally becaustetssprieand more environ
mentallybenign than EGME anBiEGME. Each compound is being studied with an emphasis on deié&ugj\efness, human
toxicity, and environmental hazard. This paper reports on three compounds derived from the sugar mannose.
Author (EI)
Aircraft Fuel Systems; Ethylene Compounds; Fuel Systems; Ice Formation; Jet Engine Fuels; Methyl Compouods)diiair
Surveysjce; Aircraft Fuels; Additives; Ethers
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19980015143Naval Facilities Engineering Commaridorfolk, VA USA

Draft Environmental Impact Statement.Realignment of F/A-18 Aircraft and Operational Functions from Naval Air Sta-

tion (NAS) Cecil Field, Florida, to Other East Coast Installations: Appendix dlume

Jan. 1997; 516p; In English

ReportNo.(s): AD-A329791; No Copyright;\ail: Issuing Activity (Defense dchnical Information Center (DTIC)), Microfiche
Pursuanto Section 102(2)(c) of the National Environmental Policy Act (NE# 1669, as implemented by the Council on

EnvironmentaQuality regulations (40 CFR Parts 1500-1508), the Department of the Navy announces its intent to prepare an En

vironmentallmpact Statement (EIS) to evaluate the potential environmental consequences of the realignment of F/A-18 aircraft

andtheir associated personnel to Naval Air Station (NAS) Oceana, locatédjini& Beach. Vfginia. This action is being cen

ducted in accordance with the Defense Base Closure and Realignment Act of 1990 (Pub. L. 101-510), as implemented during

1995.In accordance with congressional direction implementing the 1995 recommendations of the Defense Base Closure and Re

alignment Commission (BRAC 95) the Navy will close NAS Cecil Field, Florida, and realign F/A-18 aircraft, personnel, and an

cillary activities associated with the existing F/A-18 aircraft, personnel, and ancillary activities associated with the existing

F/A-18 missions.

DTIC

F-18 Aircraft; Envionment Management; Engimmental Quality; Envonmental Surveys; Jet Anaft; Fighter Aircraft; Mili-

tary Air Facilities

19980015169NASA Washington Washington, DC USA
Global Atmospheric Effects of Ariation: Report of the Proceedings of the Symposium
May 1997; 106p; In English; Global Atmospheriddets of Aviation, 15-19 Apr1996, USA
ReportNo.(s): PB97-183297; NASA-CP-3351; NAS 1.55:3351; No CopyrightilACASI; A06,Hardcopy; A02, Microfiche

The objective of the organizers of the Symposium on the Global Atmospheric Effects of Aviation was to bring scientific,
technologyand policy leaders togetherreview the status of all relevant atmospheric research, for discussion of potential mitiga
tion measures, and to consider what policy-relevant information may be available to decision makers in the next few-years. Spe
cially-focused studies to understand and reduce aviations’s environmental impact are currently supported and carried out by
governments and other organizations throughout the world. Scientific assessments in support of the Montreal Protocol, which
recentlyhave included consideration of aviation, are conducted by the Pret@muhe Science Panel. The Igtarernmental
Panel on Climate Change provides scientific-technical advice to the Framework Convention on Climate Change and its assess
mentsindependently to aljovernments for their use in national policy making. Standards to control emissions from aircraft are
establishedby the International Civil Wation Oganization (ICAO)- itself a United Nations specialized agebaged upon rec
ommendation$érom its Committee onation Environmental Protection (CAEP).
NTIS
Air Transportation; Atmospheric Effects; Environment Effects; Civil Aviation; Environment Protection; Conferences; Jet Ex-
haust; Exhaust Emission; Atmospheric Chemistry; Airline Operations

19980015336Radian Corp.Research fangle Park, NC USA

Criteria Pollutant Emissions from Internal Combustion Engines in the Natural Gas Industry Volume 1, Technical Report

Final Report Jun. 1994 - Dec. 1995

Workman, G. S., Radian Corp., USA; Adams, R. G., Radian Corp., USA; Shareef, G. S., Radian Corp., USA; Feb. 1996; 87p;

In English

Contract(s)/Grant(s): B68-D2-0160T33; GRI-5091-274-2293

ReportNo.(s): PB96-168265; RAD-275t4/298-130-33-01-1; No Copyright; Aail: CASI; A05, Hardcopy; A01, Microfiche
Thereport contains emissions data for nitrogen oxides (NOx), carbon monoxide (CO), methane (CH4), ethane (C2H6), Non

MethaneHydroCarbons (NMHC)and NonMethane-Ethane HydroCarbons (NMEHC) from stationary Internal Combustion (IC)

enginesand gas turbines used in the natural gas indukgsy results for individual engines tested are presented, along with full

load engine family-specific factors, and the calculated emissions factors are evaluated relative to the emission factors published

in EPA report AP-42. Units tested included eleven 2-stroke engines and five 4-stroke engines, with and without controls, and two

gasturbines.

NTIS

Internal Combustion Engines; Gas Turbine Engines; Pollution Monitoring; Natural Gas; Industries; Air Pollution; Emission

Spectra
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19980015439Radian Corp.Research flangle Park, NC USA

Criteria Pollutant Emissions from Internal Combustion Engines in the Natural Gas Industry, Volume 2, Appendices A

-1 Final Report Jun. 1994 - Dec. 1995

Workman,G. S., Radian Corp., USA; Adams, R. G., Radian Corp., USA,; Shareef, G. S., Radian Corp., USA; Feb. 1996; 451p;

In English

Contract(s)/Grant(s): GRI-5091-274-2293,A=68-D2-0160T33

ReportNo.(s): PB96-168273; RAD-275t4/298-130-33-01-2; No Copyright; Aail: CASI; A20, Hardcopy; A04, Microfiche
Contentsncludethe following: Sample Calculations; CEMS and Operation Data; CEMS Summary Data; GC Data; GC Sum

mary Data; Raw Operating Data; Manual Measurement Data; Fuel Analysis Results; and Quality Assurance and Quality Control

(QA/QQC).

NTIS

GasTurbine Engines; Pollution Monitoring; Computation; Natural Gas; Industries; Air Pollution; Data Bases; Exhaust Emis

sion

19980016883Naval Research LgbOceanography DiyStennis Space CentdS USA
Climatology of Wind and Waves from Satellite Altimeters
Hwang,Paul A., Naval Research Lab., USAsague, Wliam J., Naval Research Lab., USA; Jacobs, Gregg A., Naval Research
Lab.,USA; Aug. 1997; 5p; In English; IGARSS 1997 International GeosciandeRemote Sensing Symposium, 3-8 Aug. 1997,
Singapore
ReportNo.(s): AD-A331260; NRL/PP/7332--97-0013; No Copyrightak CASI; A01, Hardcopy; A01, Microfiche

Basedon comparisons with buoy data, the wind speed and wave height measured by satellite altimeters are in excellent agree
mentwith in-situ measurements. In regions of low sweltek, the combination of wind speed and wave height further yields
theinformation of wave period. The long term monitoring of these wave parameters from satellite altimeters can be used to study
thewave climate of the world oceans. Examples from application to the Gulf of Mexico anellthe &hd East China Seas are
presented. Using three years @AREX/POSEIDON continuous dathe annual and seasonal maps of the wind and wave cli-
matologyof the two regions can be constructed. Mamsoscale features can be clearly identified, and the geomégdts efn
thewave pattern can be seen from the wind and wave distributions.
DTIC
Artificial Satellites; Ocean Currents; Air Water Interactions; Altimeters; Climatology; Wind Velocity; Water Waves; Satellite-
Bornelnstruments

14
LIFE SCIENCES

Includes life sciences (general); aerospace medicine; behavioral sciences; man/system technology and life support; and space biology.

19980015428McMaster Univ, Hamilton, Ontario Canada

Tenth Biennial Hypoxia Symposium Final Report

Houston,Charles S., Editor, McMaster UniCanada; Coates, Gémaly, Editor, McMaster Univ, Canada; Oct. 1997; 341p; In

English; 10th; Biennial Hypoxia Symposium, 18-22 Feb. 1997, Lake Louise, Canada

Contract(s)/Grant(s): DAMD17-96-1-6307

ReportNo.(s): AD-A330864; No Copyright;\ail: Issuing Activity (Defense 8chnical Information Center (DTIC)), Microfiche
Proceedingsf a Symposium on Hypoxia: &khen at Altitude. Some topics includeokiven, Exercise and Acute Mountain

Sickness; Hypoxic Life at the Bottom of the Sea; the Regulatory Role of Myoglobipdoardium; Hypoxia and Air revel,

Base HACE: An Introduction; Cerebral Hemodynamics and High Altitude Cerebral Edema; etc.

DTIC

Air Transportation; Altitude Sickness; Hemodynamics; High Altitude; Mybaar; Myoglobin; Physical Exeise

19980016488
Survey on health effects due to aaraft noise on residents living aound Kadena air base in the Rukyus
HiramatsuK., Mukogawa Vdmens Univ, Japan; ¥mamoto, T Taira, K.; Ito, A.; Nakasone,..TJournal of Sound andbfation;
August28, 1997; ISSN 0022-460X;0lume 205, no. 4, pp. 451-460; In English; Copyrightaif Issuing Activity
Resultsare reported of a questionnaire survey relating $oale for general health, thedai Health Index, in a town, border
ing on a lage U.S. airbase in tHeyukyus. The level of aircraft noise exposure, in the town, expressed by WECPNL, ranges from
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75to0 95 or more. The sample size was 1200, including a 200 person 'control’ group. Results of the analysis of the responses in
termsof the noise exposumiggest that the exposed residentiesyisychosomatic &dcts, especially perceived psychological
disordersdue to the noise exposure to military aircraft, and that such responses increase with the level of noise exposure.
Author (EI)

Aircraft Noise; Noise (Sound); Health; Risk; Noise Pollution

15
MATHEMATICAL AND COMPUTER SCIENCES

Includes mathematical and computer sciences (general);, computer operations and hardware, computer programming and software;
computer systems; cybernetics; numerical analysis, statistics and probability; systems analysis; and theoretical mathematics.

19980016584Smiths Industries Aerospace and Defence SystemsQhdltenham, UK
Mission Software - The Next 25 ¥ars
Mayoh, Howard, Smiths Industries Aerospace and Defence Systems Ltd., UK; Future Aerespactody in the Service of
the Alliance; Dec. 1997; ®lume 2; 6p; In English; Also announced as 19980016571; Copyrigived/ Asail: CASI; A02, Hard
copy; A02, Microfiche

The growth in computing technology over the last 25 years has been truly dramatic. The techniques used to develop the soft
ware have also seen significant changes. The growth in avionics software has been no less dramatic. This paper considers th
changeghat have occurred, and that will continue to take place in the future, in terms of three generations of avionic computing.
The First Generation covers the early application of computing to mission system applications. These mission applications were
distributed over few computing centres, with very little communication between them. The Second Generation of avionics com
putingis characterized by a major growth in the size and complexity of the software applications. The changes we can expect over
thenext generation, the Third Generation, of avionic computing will be as great as those between the first and the second. The
mostsignificant change will probably be in the avionic computing architecture, in that Integrated Modatacs (IMA) will
be at the core of the avionsomputing infrastructure. The need to reduce pilot workload and increase systems performance will
demandan increase in the scale and complexity of mission management applications. to achieve the growth that will be required
to support these new applications a significant increase in productivity will be required. The need to develop highly integrated
applicationsacross ayanizational boundaries will mean an increasing emphasis on integrated teams. A combination ef IMA ar
chitecturewith the growth in size and complexity of the mission systems applications, will introduce a number of software man
agementhallenges.
Author
Avionics; Computer Rigrams; Aicraft Instruments; Systems Engineering; Elestc Modules; Achitectue (Computers)

19980014523RAND Corp, Research InstSanta Monica, CA USA
Should C-17s Be Used to Carry In-Theater Cargo During Major Deployments?
Killingsworth, Paul S.; MelodyLaura; Jan. 1997; 54p; In English
Contract(s)/Grant(s): F49642-96-C-0001; DASW01-95-C-0059
ReportNo.(s): AD-A331827; RAND-DB-171-AF/OSD; ISBN 0-3330-2545; CopyrightiVéd; Avail: CASI; A04, Hardcopy;
AO01, Microfiche

Pastanalyses of the roles and missions of the C-17 have centered chiefly éectiseriess in moving military equipment
overintercontinental distances, i.e., as a strategic airlifiesontrast, the C-17attical Utility Analysis (TUA) provided am-the
aterperspective on C-17 operations. RAND had two objectives in its support of the TUA: one to estimate the capacity of airfields
to support air mobility operations and the other to evaluate possible concepts of operation for in-theater C-17 operations. The first
objectiveis addressed in JamesRucker Ruth T Bem, et al., Understanding Airfield Capacity for Airlift Operations, Santa-Mon
ica, CA: RAND, MR-700-AF/OSD (forthcoming). This Documented Briefing addresses the second objective.
DTIC
Transport Aicraft; C-17 Aircraft; Effectiveness; Airransportation
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16
PHYSICS

Includes physics (general); acoustics, atomic and molecular physics, nuclear and high-energy; optics, plasma physics; solid-state phys-
ics,; and thermodynamics and statistical physics.

19980014175
On the interaction of a moving hollow vortex with an aeofoil, with application to sound generation
Leppington, F. G., Imperial Coll., UK; Sisson, R. A.; Journal of Fluid Mechanics; August 25, 1997; ISSN1Q0226lume
345, pp. 203-226; In English; CopyrightyAil: Issuing Activity

A hollow vortex in the form of a straight tube, parallel to the z-axis, and of radius a, moves in a uniform strearwiti fluid
velocity U and in the x-directionyith U small compared with the sound speed c. This steady flow is disturbed by the presence
of a thin symmetric fixed aerofoil. In this paptre perturbed velocity potential in the incompressible flow case, for the linearized
equations in the limit of small aerofoil thickness, is calculated. For the important special case where the vortex tube has small
radius a compared with the aerofoil width, the deformed vortex is characterized by a hypothetical vortex filament. Finally, the
distantsound field is estimated, representing the aerofoil by a distribution of moving monopole sources and represeffairtg the
of the deformed vortex in terms of compressible dipoles along the mean center of the vortex.
El
Sound Generators;ovtices; Aeodynamics; ¥locity; Mathematical Models

19980016479
Annoyance by aircraft noise around small airports
Rylander,R., Univ of Gothenbuy, Sweden; Bjorkman, M.; Journal of Sound arigr&tion; August 28, 1997; ISSN 0022-460X;
Volume 205, no. 4, pp. 533-537; In English; Copyrightai: Issuing Activity

Studieson annoyance caused by aircraft noise exposure were unddrtaght areas near three small and medium sized
airports to assess the validity of a previously developed principle to express the relevant noise exposure. The results showed ¢
dose-responselationship for the extent of annoyance when the noise exposure was expressed as the number of noise-events great
er than or = 70 dB(A). The maximum noise levels did not influence the extent of annoyance. The practical application of-this princi
ple for control of aircraft noise is illustrated.
Author (EI)
Aircraft Noise; Noise (Sound); Noise Pollution; Airports

19980016842National Aerospace LabAmsterdam, Netherlands
Effects of Asymmetric Inflow on NearField Propeller Noise
Schulten, J. B. H. M., National Aerospace Lab., Netherlands; 1997; 17p; In English; 1st; Aeroacoustic Conference, 12-15 Jun.
1995, Munich, Germany
Report No.(s): PB97-178826; NLR-TP-95136-U; No Copyrigh&ilA CASI; A03, Hardcopy; A01, Microfiche

The interior noise of jet aircraft can compeiti¢h luxury cars. Propeller driven aircraft, howewggnerally suér from an
unpleasantly loud cabin noise. The aerodynamic and acoustic effects of non-axial inflow on wide-chord, advanced high speed
propellersare studied by means of a lifting surface the8tgrting from the flow equations farperturbed, axially subsonic flow
expressionare derived for the pressure and velocity field of a propé&lensing a Grees'functionrepresentation in separated,
cylindrical coordinates the boundary condition at the hub is naturally incorporated.
NTIS
AerodynamidCharacteristics; Aevdynamic Coefficients; Aedynamic Noise; Subsonic Flow; Asymmetry; JetrAft; Propel-
ler Noise

17
SOCIAL SCIENCES

Includes social sciences (general); administration and management; documentation and information science, economics and cost
analysis; law, political science, and space policy, and urban technology and transportation.

199800154 13National Archives and Records Servi€Hfice of Federal RegistewWashington, DC USA
Code of Federal Regulations: Aesnautics and Space, ifle 14
Jan. 01, 1997; 345p; In English
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Report No.(s): PB97-165997; No Copyrighyjal: CASI; A15, Hardcopy; A03, Microfiche

This paper contains the following sections: Explanatidgthe T4, Chaptei-Federal Aiation Administration, Department
of Transportation (Continued); Finding Aids, Material Approved for Incorporation by Referaide;of CFR Tles and Chap
ters;Alphabetical List of Agencies Appearing in the CFR; and List of CFR Sectidastadl.
NTIS
Regulations; Air Tansportation; Aeonautics

18
SPACE SCIENCES

Includes space sciences (general); astronomy; astrophysics; lunar and planetary exploration; solar physics, and space radation.

19980012508NERAC, Inc, Tolland, CT USA
Galileo Missions. (Latest citations fom the INSPEC Database)
Jan. 1996; In English; Page count unavailable.
Report No.(s): PB96-857230; Copyrighti¥ed; Avail: Issuing Activity (Natl Bchnical Information Service (NTIS)), Micro
fiche
The bibliography contains citations concerning Galileo missions to the Jovian system. Infrared mapping of theystevian
andmultispectral imaging of Earth are examined. The flight performance of the Galileo orbiter is discussed.
NTIS
Bibliographies; Galileo Poject; Infrared Imagery; Mapping; Flight Characteristics
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